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GENERAL NOTES 

This plan is based on information provided by the 

City of Winnipeg.  All measurements must be 

confirmed on site by the Contractor.  Many site 

features, including trees, are not shown. 

All  construction locations must be approved by 

the Contract Administrator before any work is 

begun. 

No excavation should be done within 2 m of  

existing trees. 

See E3 re: site access and traffic control.

existing bus shelter

New shrub bed 
See L-2 , Detail 3. 

18 Diervilla, planted individually 
in existing beds. 
Contract Administrator to locate 
shrubs on site. 
See L-2, Detail 4.

existing parking lot 
leased to others

existing historical monument 
and fencing

new gravel paths 
L-2, Detail 2 
 

existing gravel path, excavated  
to 0 150 depth and replaced with  
soil and seed

new entry paving and sign

4 new picnic tables 
See E12 

SCOPE OF WORK: 

Stump removal 

Improvement of existing gravel paths 

Installation of new gravel path 

Supply & installation of conduit for future lighting 

Decorative CIP concrete sidewalk and curb 

Delivery and installation of benches 

Delivery and location of picnic tables 

Sodding & seeding 

Supply and installation of planting bed and shrubs 

Fabrication and installation of custom bollards and signage 

Coordination with the work to be done by others 

 

WORK BY OTHERS:  

Trees to be supplied and installed by CoW Urban Forestry Branch 

Play equipment, and surround to be supplied & installed by CoW 

Parks and Open Spaces

le
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approx. location of future  
area lighting  NIC

entry markers (bollards)

benches 

picnic tables 

new trees  NIC

cast in place concrete

new sod 

new bollard 
L-4, Details 5 & 6 - typical

new concrete sidewalk 
 

4 new benches  
on 2 concrete pads

new concrete pavers c/w 
cast in place concrete curb

north

plan 
1: 400

5 10 30m

2 new benches  
on gravel pads

All existing gravel paths are to  
be re-edged and dressed with 0 050  

(2") depth of 0 006  (1/4") down  
limestone and compacted.  

Width to be maintained as is. 

new gravel path 

precast concrete pavers

path to be restored to grass 
by seeding

plan detail - Hopper surround 
1: 50

plan 
1: 200

4
L -1

Site Plansection detail 
1: 200

3

section detail - Hopper surround 
1:20

5

5

Wood fibre safety surfacing and drainage  
to SCD 650.  The detail includes wood fibre,  

excavation, gravel, filter fabric, perforated  
pipe and a rock sump pit.   

section detail - footing 
1: 10

6

6

new play 
equipment, 
see Detail 4

4 
57
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6 910

existing steps

New Entry

New Central Sidewalk
remove existing bench & footings 
replace w/ Tache Backless Bench 
on new pad, sim. Detail 3, L-3 

existing play 
equipment

2

note:  7 stumps must be removed in this area
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elev.  100 500

base of berm and top of curb- elev. 100 200

new path 
widened path

entry marker

existing utility pole

existing tree
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KOMPAN HOPPER ELE400022-01 
install according to Manufacturer's 
recommendations

22
.5

96

Soil at edge of  
path to be base  
elevation = 100 000 

Assure regular slope between 
top of curb and base of berm 
to gravel paths (as indicated by 
arrows).

0 700 x 1 600 concrete footing 
existing path
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2

L-2

stirrups @  0 450 oc

fibre mulch

4: 10M continuous

 0 300 depth compacted granular fill 

surface mounting for Hopper

0 
45

0

0 700

R = 0 025 
all visible edges

compacted clean fill

undisturbed soil

sod over 0 100 depth topsoil

0 200 depth compacted  
granular base

c.i.p. concrete curb 
0 200 x 0 300  

0 300 depth 
wood fibre

filter fabric

rebar @ 0 300 o.c.


