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DO NOT SCALE DRAWING - PLOT MAY NOT BE AT 100%

Location of underground structures as shown are 
based on the best information available but no 
guarantee is given that all existing utilities are 
shown or that the given locations are exact.  
Confirmation of existence and exact location of all 
services must be obtained from the individual 
utilities before proceeding with construction.
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Line Painting
Scale: 1:50
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100

FOUR SQUARE

Level with Paved Area Where Applicable

75

100

Topsoil Firmly Packed

Compacted Subgrade

Sod

Sod to be Laid Lengthwise
Across Face of Slope

In Every Second Row on Slope and at the 
Base of the Slope Each Piece of Sod to be 
Pegged with Two Minimum 250mm Long 
Wooden Skewers Driven in Below Lawn 
Level, On Slope 1:2 or Steeper, Each Piece 
of Sod in Every Row Shall be Pegged

Wooden Skewers

Full Row of Sod to Be 
Used on Perimeter of 
Sodded Area

Planting Area or 
Walkway

Sod to be Laid Closely, 
Pack Together. Joints 
in Adjacent Rows Shall 
be Staggered

Sod Installation
Scale: 1:10
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100mm x 100mm P.T. Timber, 200mm Lap Joints

Wrap Artificial Turf Carpet Around Side of 
Timber, Stapled x 2 Every 100mm.

50mm x 100mm x 910mm Depth P.T. Stakes, 
Both Sides Every 1320mm, Offset 760mm, 
Double Stake Corners

38mm Depth Course Mortar Sand

150mm Depth Compacted 38mm Granular

Compacted Subgrade

Sod, Slope to Match Existing, Max. Slope 3%

Artificial Turf Installation
Scale: 1:10
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16mm Artificial Field Turf on 6mm Pad
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Concrete Cheek Wall Type Two & Concrete Box
Scale: 1:25

4
L-D2

Concrete Wall and 
Footing, Refer to 3/L-D1

1%

23
0

Concrete Box w/ 10M @ 250 O.C. 
All Directions

600mm 15 M Greased Dowel

12mm Expansion Joint c/w 
Exterior Grade Sealant

Adjacent Stair Profile
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