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PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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LOCATIONS OF UNDERGROUND STRUCTURES AS SHOWN ARE 
BASED ON THE BEST INFORMATION AVAILABLE.  BUT NO 
GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN 
OR THAT THE GIVEN LOCATIONS ARE EXACT.  CONFIRMATION 
OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST 
BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE 
PROCEEDING WITH CONSTRUCTION

Ensure Horizontal/ Vertical separation 
between pathway and CB

NOTE:  ASPHALT PATH LOCATION CAN BE ADJUSTED ON SITE BASED ON 
UNDERGROUND SERVICES, EXISTING TREES AND SITE CONDITIONS, AS 
DIRECTED BY CONTRACT ADMINISTRATOR
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