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GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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LOCATIONS OF UNDERGROUND STRUCTURES 
AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE.  BUT NO 
GUARANTEE IS GIVEN THAT ALL EXISTING 
UTILITIES ARE SHOWN OR THAT THE GIVEN 
LOCATIONS ARE EXACT.  CONFIRMATION OF 
EXISTENCE AND EXACT LOCATION OF ALL 
SERVICES MUST BE OBTAINED FROM THE 
INDIVIDUAL UTILITIES BEFORE PROCEEDING 
WITH CONSTRUCTION

New Trees (x 8) - by others
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NODE 4 - NEAR PLAYGROUNDNODE 2 - SOUTH EDGE, 
CENTRE OF SITE

NOTE:  FITNESS NODE LOCATIONS CAN BE ADJUSTED ON SITE AS DIRECTED 
BY CONTRACT ADMINISTRATOR BASED ON UNDERGROUND SERVICES AND 
SITE CONDITIONS

600 mm

25

140 x 140mm (6" x 6")Pressure Treated
Timbers 

8mm Chamfer Top Edges

150mm (6") Depth Engineered Wood Fibre Surfacing

Topsoil and Sod/Seed 
Repairs min. 1%, max. 
10% slope. (If sod is 
specified, use one full 
width of sod)

Ex. Sod
MIN. 1.0% - MAX. 2%

TURF
REPAIRS

(AS
SPECIFIED)

Compacted Subgrade

19mm dia. x 500mm  Rebar @ max. 
1200mm O.C.

75mm Depth (min.) x 300mm Width - 19mm 
down crushed granular base

Non-woven geotextile 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT TYPE AS SPECIFIED

Slope edge of asphalt at 
edge between path and 
engineered wood fibre 
node

Ex. Sod

75 mm

MIN. 1.0% - MAX. 2%

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT TYPE AS SPECIFIED

TURF
REPAIRS

(AS
SPECIFIED)

Compacted Subgrade

NON-WOVEN GEOTEXTILE FABRIC TO 
BE PLACED BETWEEN SUBGRADE AND 
GRANULAR BASE as per CW 3130-latest 
revision 

Ex. Sod

75 mm

TURF 
REPAIRS
(AS 
SPECIFIED)

150 mm (6") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

25.4 mm (1") CRUSHED LIMESTONE 
SURFACE, 6 mm (1/4") DOWN

Slope edge of asphalt at edge between path and granular node

++++

4.1
5.3

8.6

3.6
0.4

1.8
2.3

existing 
hill

chain link fence

NODE 1 - NEAR PARKING LOT 

PATHWAY AND FITNESS STATION DETAIL - GRANULAR BASE (NODE 3 & 4)

PATHWAY AND FITNESS STATION DETAIL - ENGINEERED WOOD FIBRE BASE (NODE 1 & 2)

Chain Link 
Fence Post
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Course
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ASPHALT PATH NEXT TO 
CHAIN LINK FENCING DETAIL
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