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1
L2

WADING POOL

1.8m Ht. Chain link Fence
Install End Tight to Existing
Fence to Prevent Access

1.8m Wide Asphalt Path

Topsoil and Sod 
Area to be Determined on Site
With Contract Administrator.

Existing Trees to be Protected
Refer to Specification for Details

New Asphalt to Meet 
Existing Parking Lot Paving

100mm Concrete Paving

2 Picnic Tables
SCD-122 and SCD-122A 
Surface Mount

Topsoil and Sod

1.8m Wide Asphalt Path

Topsoil and Sod

2 Tache Benches
With Armrests and
Surface Mount

Existing Asphalt to Remain

100mm Concrete Paving

Approximate Location and 
Size of Concrete Vault to be
Installed By Other Contract

Sod

Sod DO NOT SCALE – DRAWING PLOT MAY NOT BE AT 100%

Location of underground structures as shown are based on the best 
information available but no guarantee is given that all existing 
utilities are shown or that the given locations are exact.  Confirmation 
of existence and exact location of all services must be obtained from 
the individual utilities before proceeding with construction.
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Path to Centre on
Existing Opening in Fence

Locate Path On Site
With Contract Administrator
This Section of Path Only
To Have 100mm Depth Base
Refer to 3/L2 1.8

Path to Follow Line
Of Old Path

New fence to End 0.3m
From New Path

New Fence to Fit Tight
To Existing Fence

Locate Concrete Pad
Where Old Pad Removed
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Layout of Concrete in
This Area to be Determined
On Site with Contract Administrator
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PARK PATH 
ASPHALT

SCD-647

January 12, 2012
NTS
SP

1800 mm (6') MIN.

OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod Ex. Sod

75 mm75 mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

(3")(3")

TURF REPAIRS
(AS SPECIFIED)

50 mm (2") ASPHALT TYPE AS SPECIFIED

General Notes
1. Asphalt Concrete Pavement Works 

as per CW 3410 
2. Sub-Grade, Sub Base & Base 

Coarse Construction as per CW 3110
3. Topsoil & Seed as per CW3520 and 

CW 3540
4. Topsoil & Sod as per CW 3510 and 

CW 3540

REVISION: 1

ASPHALT PATHWAY3
L2

NOTE:
Section of path shown on 2/L2
is to have reduced depth of excavation
and base in order to protect trees.
Base to be total of 100mm depth 
of 20mm down for that section.


