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BID OPPORTUNITY No. 209-2014

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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#707

REMOVE EX CI & BOX

0+496.761 O/S 3.810 L

INSTALL CP (SD-023)

RIM EL 39.041

250 INV 38.081, BOT EL 38.081

C/W 250Ø x 3.45 DCP @ 1.0%

CONNECT TO EX CB

REMOVE EX CI & BOX

0+496.911 O/S 3.810 R

INSTALL 1800 DP CB (SD-024)

RIM EL 39.080

250Ø INV 37.430, BOT EL 36.830

C/W 250Ø x 6.95 SSP @ 2.0%

CONNECT TO EX MH

LIMIT OF ASPHALT OVERLAY

MILLING FOR CONCRETE

HEADER REQUIRED

REMOVE EXISTING CI & BOX

0+560.709 O/S 3.810 L

INSTALL CP (SD-023)

RIM EL 39.340

250Ø E INV 38.380, BOT EL 38.380

C/W 250Ø x 3.4 DCP @ 1.0%

CONNECT TO EX CB

REMOVE EXISTING CI & BOX

0+561.000 O/S 3.810 R

INSTALL 1800 DP CB (SD-024)

RIM EL 39.360

250Ø N INV 37.710, BOT EL 37.110

C/W 250Ø x 3.1 SSP @ 1.0%

CONNECT TO EX MH

150 REINFORCED SIDEWALK

SALVAGE & REGRADE

EX PATIO BLOCK
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OVERLAY (TYP)

 NOTES

 1.  ADJUST MH AND CB RIMS TO NEW GRADES.

 2.  LAMP STANDARDS, HYDRO POLES, AND ANCHORS

      THAT REQUIRE TEMPORARY SUPPORT, REMOVAL,

      OR REPLACEMENT, TO BE DONE SO AT THE

      EXPENSE OF THE CONTRACTOR AS NECESSARY.

 3.  CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

      SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

      RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

 4.  CONTRACTOR TO TAKE PRECAUTIONARY STEPS

      TO PROTECT EXISTING TREES WITHIN THE LIMITS OF

      CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

      ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

 5.  MODIFIED BARRIER CURB TO BE USED AT ALL

      INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

 6.  CONTRACTOR TO CONFIRM THE LOCATION OF ALL

      UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

 7. CONTRACTOR TO OVERLAY DRIVEWAYS TO ENSURE    

POSITIVE DRAINAGE TO NEW STREET GRADES.  FINAL LIMITS

TO BE DETERMINED IN THE FIELD BY CONTRACT 

ADMINISTRATOR.

 8. ADD 200.000m TO ABBREVIATED ELEVATIONS

     TO OBTAIN GEODETIC ELEVATIONS.

 9. CB OFFSETS ARE DIMENSIONED TO BOC.

10. SCALE FACTOR OF 1.000211285  APPLIED TO LBIS.

0+520.000

CL EL 239.276

0+527.000

CL EL 239.314

0+555.000

CL EL 239.466

0+567.000

CL EL 239.495

0+580.000

CL EL 239.546

0+496.911

CL EL 239.156

0+510.000

CL EL 239.270

0+561.000

E GUT EL 239.360

E GUT EL 239.419

E GUT EL 239.200

E GUT EL 239.390

E GUT EL 239.470

0+585.000

E GUT EL 239.542

E GUT EL 239.159

E GUT EL 239.080

W GUT EL 239.235

W GUT EL 239.370

0+560.709

W GUT EL 239.340

W GUT EL 239.470

0+496.761

W GUT EL 239.041

0+518.000

W GUT EL 239.132

EAST PROPERTY LINE

WEST PROPERTY LINE

EX ROAD CENTERLINE

EX WEST GUTTER

EX EAST GUTTER

CENTERLINE

WEST GUTTER

EAST GUTTER

0.06%

0
.
5
4
%

0
.
5
4
%

0.2
4%

0
.3

9
%

0

.
7

7

%

0
.2

5
%

0

.
8

7

%

0.06%

0
.
5
4
%

0
.
5
4
%

0.2
4%

0
.3

9
%

0
.2

5
%

0

.
8

7

%

-
0
.5

0
%

0

.
9

8

%

0
.4

1
%

0
.
5
4
%

0
.
5
9
%

0
.3

9
%

1

.

4

3

%

0
.
6
0
%

0
.2

5
%

-
0
.5

0
%

0

.
9

8

%

0
.4

1
%

0
.
5
4
%

0
.3

9
%

1

.

4

3

%

0
.
6
0
%

0
.2

5
%

1

.
1

4

%

0
.4

8
%

-
0
.
5
3
%

0

.
6

7

%

0

.
7

7

%

-0
.2

5
%

0
.4

3
%

1

.
1

4

%

0
.4

8
%

-
0
.
5
3
%

0

.
6

7

%

-0
.2

5
%

0
.4

3
%


