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INSTALL 1800 DP CB (SD-024)

RIM EL 31.593, 150Ø N&S 30.693

250Ø W INV 29.943, BOT EL 29.343

C/W 250Ø x 3.6 SSP @ 23.7%

CONNECT TO EX 450Ø CONC CS

0+454.000 @ INV ±28.99
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 NOTES

 1. ADJUST MH AND CB RIMS TO NEW GRADES.

 2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS

     THAT REQUIRE TEMPORARY SUPPORT, REMOVAL,

     OR REPLACEMENT, TO BE DONE SO AT THE

     EXPENSE OF THE CONTRACTOR AS NECESSARY.

 3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

     SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

     RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS

     TO PROTECT EXISTING TREES WITHIN THE LIMITS OF

     CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

     ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

 5. MODIFIED BARRIER CURB TO BE USED AT ALL

     INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

 6. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

     UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

 7. ADD 200.000m TO ABBREVIATED ELEVATIONS

     TO OBTAIN GEODETIC ELEVATIONS.

 8. CB OFFSETS ARE DIMENSIONED TO BOC.

 9. SCALE FACTOR OF 1.000211285  APPLIED TO LBIS.
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