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BENCH NODE DETAILS

SITE ADDRESS 65 Marlene Street

DATEMANAGER,
PARK AND OPEN SPACES PATH DEVELOPMENT
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2.4m WIDE ABOVE GRADE GRANULAR PATH

1.02m WIDE GRANULAR AND WOOD CHIP PATH SLOPE

1.02m WIDE GRANULAR AND WOOD CHIP PATH SLOPE

BENCH

CONCRETE PAD
UNDER BENCH

1900mm X 1010mm

75mm         75mm

COMPACTED SUB-GRADE1.98

102mm (4") CONCRETE PAD

50mm (2") CRUSHED LIMESTONE
BASE COARSE, 20mm (3/4") DOWN

NON-WOVEN GEOTEXTILE FABRIC TO BE
PLACED BETWEEN SUBGRADE AND GRANULAR
BASE as per CW 3130 - latest revision

 MIN 1% - MAX 2%
(3")(3")

25mm (1") CRUSHED LIMESTONE
SURFACE, 6mm (1/4") DOWN

127mm (5") CRUSHED LIMESTONE
BASE COARSE, 20mm (3/4") DOWN

OR AS SPECIFIED ON DRAWINGS

1800mm (6'-0") MIN.

CONCRETE PAD DETAIL  1:20

GRANULAR NODE DETAIL  1:75
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