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SHADED AREA INDICATES NEW GRAVEL PAVED WALKWAY, 
MINIMUM  2400 MM WIDTH, EXCEPT SECTION TO CARRIAGE 
ROAD IS 1800 MM WITDTH.  CONSTRUCT TO SCD-645

EXISTING LARGE STONE BOULDERS TO 
BE PLACED IN EXISTING SAND AREA

FUTURE SWING N.I.C. THIS CONTRACT

3 - 2 BAY SWING, 2 BUCKET 
AND 4 BELT SEATS

HATCHED AREA INDICATES 
EXISTING SAND TO BE UTILIZED 
FOR NEW SWINGS, AND TOPPED UP 
WITH SALVAGE SAND FROM OLD 
PLAY AREAS.  MIN. DEPTH OF SAND 
IS 300 MM AND MUST BE INSTALLED 
TO A MAXIMUM HEIGHT OF 50 MM 
BELOW ADJACENT TENNIS COURT 
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BROKEN LINE INDICATES LIMIT OF SITE 
GRADING AND SOD RESTORATION

NEW PLAYGROUND WALKWAY TO LINE  UP WITH 
WALKWAY TO  MANITOBA HOUSING  COMPLEX.
SEE DRAWING L-1 FOR OPPOSITE SIDE OF ROADWAY.

EXISTING 
BASEBALL 
BLEACHERS

JUNIOR PLAY 
EQUIPMENT AREA

SENIOR PLAY EQUIPMENT AREA

EDGE OF EXISTING SAND AREAS (SHOWN 
FOR ORIENTATION PURPOSES ONLY)

INDICATES EXISTING 
TREES TO BE PROTECED

EXISTING 
C.B. 

DRAINAGE LINE BELOW ENGINEERED 
WOOD FIBRE. INSTALL TO LOW PART 
OF SITE BY STREET.  CONNECT BOTH 
PLAY AREAS TO SAME DRAINAGE 
LINE OR RUN TWO SEPARATE LINES.
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EXISTING ASPHALT DRAINAGE 
SPILLWAY TO BE CLEANED OF DEBRIS

NOTE:  SEE DTLS. 2, 3 -L2 FOR OPTIONAL 
LAYOUT OPTIONS FOR EDGING AROUND 
BOTH PLAY EQUIPMENT AREAS.  OPTIONS 
ARE CURVED CONCRETE EDGING AS 
SHOWN ON THIS DRAWING OR TIMBER 
EDGES  CONSTRUCTED TO A CURVE 
SHAPE.

INDICATES EXISTING GRADE ELEVATION

APPROX. LOCATION OF EMITTER

1.8

INSTALL NEW CONCRETE WALK AND RAMP C/W CURB RAMP 
TO C.O.W. STANDARDS FOR WHEELCHAIR USERS.
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SHADED AREA INDICATES NEW GRAVEL PAVED WALKWAY, 
MINIMUM  2400 MM WIDTH, EXCEPT SECTION TO CA RRIAGE 
ROAD IS 1800 MM WIDTH.  CONSTRUCT TO SCD-645
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TIMBER EDGE TO 
CONSTRUCTED WITH 1.8 
MET RE LONG LENGTHS 
FOR TIGHT CURVES
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TIMBER EDGE TO 
CONSTRUCTED WITH 1.8 
METRE LONG LENGTHS 
FOR TIGHT CURVES.
SEE SCD- 651A
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GRID WITHIN TIMBER EDGE IS 1 
METRE SPACING AND TO BE USED TO 
LAY OUT TIMBER EDGE.

TIMBER EDGE TO 
CONSTRUCTED WITH 3.6 
METRE LONG LENGTHS 
FOR MAJOR PORTION OF 
LAYOUT.  SEE SCD- 651A
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GRAVEL WALKWAY EDGE TO BE FIELD LOCATED BY 
CONTRACT ADMINISTRATOR.  CONCTRACTOR TO  PROTECT 
LAYOUT MARKS AND INSTALL TIMBER EDGE TO SUIT 
MINIMUM CLEARANCES/DISTANACES SHOWN ON THE 
DRAWING.

ENGINEERED WOOD FIBRE SAFETY 
SURFACING TO SCD-650

ENGINEERED WOOD FIBRE 
SAFETY SURFACING TO 
SCD-650

NEW EDGING TO LINE UP WITH EXISTING 
TENNIS COURT FENCE

TIMBER EDGE TO 
CONSTRUCTED WITH 3.6 
OR LONGER  METRE LONG 
LENGTHS FOR CURVES.
SEE SCD- 651A
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GRAVEL WALKWAY EDGE TO BE FIELD LOCATED BY 
CONTRACT ADMINISTRATOR.  CONCTRACTOR TO  PROTECT 
LAYOUT MARKS AND INSTALL TIMBER EDGE TO SUIT 
MINIMUM CLEARANCES/DISTANACES SHOWN ON THE 
DRAWING.  
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SHADED AREA INDICATES NEW GRAVEL PAVED WALKWAY, 
MINIMUM  2400 MM WIDTH, EXCEPT SECTION TO CA RRIAGE 
ROAD IS 1800 MM WIDTH.  CONSTRUCT TO SCD-645

GRID WITHIN CONCRETE EDGE IS 1 METRE 
SPACING AND TO BE USED TO LAY OUT 
CONCRETE EDGE.

ENGINEERED WOOD FIBRE SAFETY 
SURFACING TO SCD-650

ENGINEERED WOOD FIBRE SAFETY 
SURFACING TO SCD-650

CONCRETE EDGE TO C.O.W. DETAIL SCD -643
NEW EDGING TO LINE UP WITH EXISTING 
TENNIS COURT FENCE

CONCRETE EDGE TO C.O.W. DETAIL SCD -643

CONCRETE EDGE TO C.O.W. DETAIL SCD -643
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