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CROSSING
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CROSSING
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PROP 600 LDS AND EX 250 WM
CONFIRM REQUIREMENT
FOR WM RELOCATION PRIOR
TO CONSTRUCTION.
SEE DETAIL 1
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PLUG & ABANDON EX CB LEAD
CONNECT NEW 6.7 OF 250 CB LEAD N
AT 7.8% TO EX CB
RIM 33.66±, INV 32.01, BOT 31.41,

600 LDS
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REMOVE EX CB AND EX CURB INLET
PLUG AND ABANDON EX CB LEADS
INSTALL NEW CB (SD-024)
C/W 6.0 OF 250 CB LEAD AT 7.8%
RIM 33.66±, INV 32.01, BOT 31.41
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NOTE:

LOCATION APPROVED

COMMITTEE

OBTAINED FROM THE INDIVIDUAL UTILITIES
EXACT LOCATION OF ALL SERVICES MUST BE
EXACT. CONFIRMATION OF EXISTENCE AND
SHOWN OR THAT THE GIVEN LOCATIONS ARE
IS GIVEN THAT ALL EXISTING UTILITIES ARE
INFORMATION AVAILABLE. BUT NO GUARANTEE
AS SHOWN ARE BASED ON THE BEST
LOCATION OF UNDERGROUND STRUCTURES

SUPV. U/G STRUCTURES

BEFORE PROCEEDING WITH CONSTRUCTION.

WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED FOR
EXCAVATION ON THIS PROJECT THE CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION
OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS. SEE PROVINCIAL REGULATION 140/92 FOR
DETAILS.
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CONSTRUCTION NOTES:

1. LOCATION OF ALL SEWER AND WATER LINES TO BE
CONFIRMED IN THE FIELD.

2. SEWER AND WATER SERVICES SHOWN ON DRAWINGS ARE
APPROXIMATE ONLY.

3. INSTALL NEW SEWER AND CATCHBASIN LEADS BY
TRENCHLESS METHODS, UNLESS NOTED OTHERWISE.

4. CATCHBASIN LEAD RISERS TO BE TYPE 'B' (SD-015).

GENERAL NOTES:

QUEEN STREET
1. CHAINAGE IS ALONG WEST LIMIT OF QUEEN ST.
2. STATION 1+00 = SOUTH LIMIT OF ST MATTHEWS AVE.

KENSIGNTON STREET
1. CHAINAGE IS ALONG WEST LIMIT OF KENSIGNTON ST.
2. STATION 2+00 = SOUTH LIMIT OF ST MATTHEWS AVE.

SEE SPECIFICATIONS FOR DETAILED TEST HOLE INFORMATION.

NOTE:
EXACT DEPTH OF EXISTING
200 WATERMAIN UNKNOWN

NOTE:
EXACT DEPTH OF EXISTING
150 WATERMAIN UNKNOWN

QUEEN STREET

KENSINGTON STREET
ST MATTHEWS AVENUE TO 20m SOUTH

ST MATTHEWS AVENUE TO 20m SOUTH

INSTALL PLUG
ON 750 LDS

FUTURE STREET WORKS
NOT IN THIS CONTRACT

CBs AND LEADS TO BE
ABANDONED BY OTHERS
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CONCEPTUAL SUPPLEMENTAL
JACKING SHAFT LOCATION

250 PVC
WATER MAIN

PROPOSED 600 LDS

TO BE CONFIRMED
(0.3m TYP)

1
C0404 C0404 NTS

RELOCATION OF
EXISTING 250 WM

FOR RELOCATION OF EXISTING
250 WM AT PROP 600 LDS CROSSING
SEE DETAIL 1 THIS DRAWING

PLUG AND ABANDON EX 750 CS E.
REMOVE EX CAST IN PLACE MANHOLE.
INSTALL NEW CS MH D403.
RECONNECT EX 375 CS

3.0±

NOTE:
VERIFY 250mm WATERMAIN ELEVATION PRIOR TO
CONSTRUCTION. IF PROPOSED 600 LDS CONFLICTS,
REMOVE SECTION OF WATERMAIN PIPE.
REINSTALL WATERMAIN AFTER LDS INSTALLATION.
AVOID VERTICAL WATERMAIN BENDS IF POSSIBLE.

4x45° BENDS
C/W VERTICAL THRUST BLOCKS.
HARNESS ALL JOINTS


