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GENERAL NOTES: 
1. CONTRACTOR TO PROVIDE ACCESS HATCHES IN ALL GWB CEILINGS AS 
REQUIRED TO ACCOMMODATE MECHANICAL AND ELECTRICAL EQUIPMENT
2. CONTRACTOR TO PROVIDE BLOCKING IN CEILING FOR TOILET PARTITIONS, 
SHOWER CURTAIN TRACK, CEILING HEATER, ACCESS HATCHES  AS REQUIRED 
TO SUIT SYSTEMS
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WALL TO BE CONSTRUCTED WITH 1 HOUR 
FRR. PROVIDE FIRESTOPPING TO SUIT AT 
ALL PENETRATIONS

1

KEYNOTES

STEEL JOIST - REFER TO STRUCT. (PAINT)

2 MASONRY BEAM - REFER TO STRUCT.

3 EXPOSED STEEL DECK ABOVE

4 16mm ABUSE RESISTANT GWB CEILING. (PAINT) 
PROVIDE STEEL STUDS SUPPORT AT MIN. 400 O.C. 
ATTACHED TO JOISTS

5 MECHANICAL DUCTWORK - REFER TO MECH. 
COORDINATE AND RUN ALL DUCTWORK 
THROUGH OPEN WEB STEEL JOIST.

6 PORCELIN TILE - REFER TO SPEC.

7 PAINTED GALV. STEEL C-CHANNEL CANOPY 
STRUCTURE C/W STAINLESS STEEL TUBES - 
REFER TO DETAIL ON A5.2

8 LIGHTS - REFER TO ELECT

9

10 STAINLESS STEEL INTERNAL PEG CONNECTIONS 
SHOWN SHADED - REFER TO DETAILS

11 CONNECT STAINLESS STEEL TUBES TO STEEL 
STRUCTURE WITH STAINLESS STEEL THRU BOLTS 
- REFER TO DETAILS ON A5.2

12 FILTERS BELOW SHOWN FOR REFERENCE

13 WALL BELOW SHOWN FOR REFERENCE (DASHED)

14 SHOWER CURTAIN TRACK. - REFER TO SPEC. 
PROVIDE WOOD BLOCKING TO SUIT.

15 MECH. DIFFUSER/GRILL - REFER TO MECH.

16 TAPE LIGHT IN GWB RECESS - REFER TO DETAILS 
ON A5.2 - REFER TO ELECT.

17 POTLIGHT - REFER TO ELECT.

18 CHANGE ROOM PARTITION BELOW SHOWN FOR 
REFERENCE

19 RECESSED CEILING HEATER. CO-ORDINATE 
STEEL STUDS TO SUIT. CONTRACTOR TO 
PROVIDE BLOCKING AND STRUCTURAL SUPPORT 
AS REQUIRED FOR INSTALLATION - REFER TO 
ELECT.

20 50 X 50 X 4.5 HSS STAINLESS STEEL TUBES - 
REFER TO 1/A5.2

21 CEILING ACCESS HATCH - REFER TO SPEC. 
CO-ORDINATE EXACT LOCATION WITH 
MECHANICAL EQUIPMENT REQUIREMENTS

GENERAL NOTES:
1. MECHANICAL DUCTWORK TO RUN IN JOIST SPACE

22 LOCATION OF HEATER VENT STACK BY PHASE 1 
CONTRACTOR. PHASE 1B CONTRACTOR TO CUT 
OPENING IN ROOF DECK. COORDINATE LOCATION 
WITH PHASE 1 CONTRACTOR. PHASE 1B 
CONTRACTOR RESPONSIBLE FOR SEALING ROOF 
AROUND INSTALLED VENT STACK

23 PAINTED GALV. METAL CAP PLATE. REFER TO 9, 10 
AND 11 ON A5.2
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