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WALL SECTIONS

TRANSCONA CENTENNIAL POOL
PHASE 1B - NEW OUTDOOR POOL BLDG
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Seal

Engineer
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Project No.
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FEB. 17, 2016

Architect

1101 WABASHA STREET

1x1 architecture inc.   
204 318 2010120 Fort Street, Suite103      Winnipeg, Manitoba  R3C 1C7

GRADE BEAM - REFER TO STRUCT 
FOR FOUNDATION DESIGN - TYP.

PILE BEYOND - REFER TO STRUCT. - TYP.

T.O CONC. SLAB
100 000

MECHANICAL ROOM
102

100 mm CEMENT FACED
INSULATION OVER DAMPPROOFING

- REFER TO SPEC.

T.O. BLOCK
100 800

3 mm ANOD ALUM. SILL (BY
CURTAIN WALL SUPPLIER)

152 CONC. STRUCT. SLAB
6 MIL POLY V.B. ON 
10 mm OSB SHEATHING 
152 SHEARMAT VOID FORM

TYPICAL 
FLOOR CONST. 
(SEE STRUCTURAL):

NEW SODDING AND TOPSOIL. REFER
TO CITY OF WINNIPEG SPEC. CW 3510

AND SW3540 (MOST CURRENT
REVISIONS) - TYP.

BASEBOARD 
HEATER - 
REFER TO 
ELECT.

VOID FORM - REFER TO STRUCT. - TYP.

INVERTED LINTEL BLOCK SILL

D

T.O. CONCRETE BLOCK PARAPET
104 600

24 GA. PRE-FINISHED METAL PARAPET CAP 
FLASHING 
ROOF MEMBRANE BASE MEMBRANE
13 PLYWOOD 
CONT. 38 x 65 P.T. BLOCKING (CUT TO FORM SLOPE) 
MINERAL FIBRE INSUL. TO FILL CAVITY 
13 PLYWOOD FASTENED TO CONC. BLOCK 

TYPICAL PARAPET CONSTRUCTION

2 PLY MOD. BITUMEN MEMBRANE (SELF ADHESIVE BASE WITH TORCH ON 
CAP SHEET)
100 mm POLY ISO RIGID INSUL. TOP LAYER 
100 mm SLOPED RIGID INSUL. BASE LAYER (SLOPED DOWN TO 13 mm)
SELF ADHESIVE A.V.B. MEMBRANE
38 mm STEEL DECK - SEE STRUCT. 
OWS JOISTS - SEE STRUCT. 

TYPICAL HIGH ROOF CONSTRUCTION:

O.F. OF GRADE BM & CONC. BLOCK

U/S DECK (HIGH ROOF)
104 100

T.O. TANK
+/- 3200mm A.F.F.

U/S DECK (LOW ROOF)
103 100

WALL SECTION
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T.O. DOOR
102 200

T.O. CONCRETE BLOCK
103 600

E1

U/S DECK
103 100

2 PLY MOD. BITUMEN MEMBRANE (SELF 
ADHESIVE BASE WITH TORCH ON CAP SHEET)
100 mm POLY ISO RIGID INSUL. TOP LAYER 
150 mm SLOPED RIGID INSUL. BASE LAYER 
(SLOPED DOWN TO 13 mm) 
SELF ADHESIVE A.V.B. MEMBRANE
38 mm STEEL DECK - SEE STRUCT. 
OWS JOISTS - SEE STRUCT. 

ROOM 104, 105 AND 106:
92 STEEL STUD CEILING FRAMING AT 400 O.C. 
(REFER TO SPEC. FOR GUAGE)
16 ABUSE RESIST. GWB CEILING
FINISH - REFER TO ROOM SCHEDULE

TYPICAL LOW ROOF 
CONSTRUCTION:

CAULK JOINT (TYP.)

INSULATED METAL DOOR - 
REFER TO SPEC. 

O.F. OF CONC. BLOCK

WALL SECTION
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PARAPET BEYOND

T.O. BEAM
102 600

E1

MASONRY BEAM - REFER TO
STRUCT.

O.F. OF CONC. BLOCK

2 PLY MOD. BITUMEN ROOF MEMBRANE 
13 PLYWOOD SHEATHING
38 x 89 P.T. WOOD STUDS AT 400 O.C.
89 MINERAL FIBRE INSUL.
SELF ADHESIVE A.V.B. 

T.O. CONC. BLOCK PARAPET
104 600

WRAP ROOF MEMBRANE UP WALL

PRE-FIN METAL FLASHING. COLOUR 
TO BE SELECTED BY CONTRACT 
ADMINISTRATOR

60
0

FOR CLEARANCE CHECK WITH MECHANICAL OR
ELECTRICAL CONTRACTOR AS REQUIRED.

PRE-FABRICATED CURB (BY EXHAUST FAN 
SUPPLIER) - INSULATE AND PROVIDE P.T. 
PLYWOOD AS REQUIRED TO ACCEPT ROOF 
MEMBRANE

LAP ROOF V.B. MEMBRANE ONTO CURB 
FLANGE AND SEAL

EXHAUST DUCT - REFER TO MECH.

CONTINUOUS SOLDER BEAD
GALV. FLASHING AND

STORM COLLAR BY
MECH. CONTRACTOR
(POP RIVET OR SPOT

WELD)

ROOF EXHAUST HOOD - REFER
TO MECH.

TYPICAL LOW ROOF
CONSTRUCTION

ROOF OPENING FRAMING (BY
JOIST SUPPLIER)

WALL SECTION
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T.O. CONC. SLAB
100 000

MALE W/C
105

EXTERIOR CORRIDOR

PILE BEYOND - 
REFER TO STRUCT.

ALUM. BARRIER FREE 
COMPLIANT 
THRESHOLD SET INTO 
MASTIC BED

GALV. STEEL ANGLE 
WELDED TO EMBED. 
PLATE - SEE STRUCT. 

13 mm FLEXCELL 
THERMAL BREAK

100 RIGID INSULATION 
OVER DAMP PROOFING  
- TYP.

22 GA. PRE-FIN. METAL BASE 
FLASHING. COLOUR TO BE SELECTED 
BY CONTRACT ADMINISTRATOR

25 GALV. METAL HAT CHANNEL (PAINT 
O.F. BLACK TYP.)

SELF ADHESIVE A.V.B. STRIP OVER
BASE FLASHING - TYP.

EXTEND SELF ADHESIVE A.V.B. TO
WINDOW AND SEAL TO MULLION

(TYP. ALL AROUND)

SELF ADHESIVE A.V.B. STRIP
OVER ALUM. TRIM

25 mm GALV. METAL HAT
CHANNELS (PAINT O.F. BLACK -

TYP.)

3 mm ANOD. ALUM. CLOSURE
TRIM (BY WINDOW SUPPLIER)

CAULK

CAULK (TYP.)

13 mm PLYWOOD WINDOW 
LINING CUT BACK 10 mm 
FROM I.F. OF MULLION

38 x 89 P.T. STUD (ON 
FLAT), SPACED 400 O.C. 
LOCATE CENTRELINE OF 
CONCRETE BLOCK - TYP.

STAINLESS STEEL 
BASE AFFIXED TO 19 
P.T. PLYWOOD (TO 
MATCH LOCKER 
FINISH) BY LOCKER 
SUPPLIER

CONCRETE SLAB ON 
GRADE DOWELED TO 
STRUCTURAL SLAB - 
REFER TO STRUCT.

13 mm FLEXCELL
THERMAL BREAK

38 x 89 P.T. STUD

10
 G

A
P

PROVIDE WEEP HOLE AT
EVERY COURSE.

E2

T.O. CONC BLOCK
102 000

T.O. PLYWOOD
102 200

STAINLESS STEEL EXTERIOR 
LOCKERS, REFER TO SPEC. 

O.F. OF BLOCK WALL BEYOND

24 GA. PRE-FINISHED METAL PARAPET CAP 
FLASHING 
ROOF MEMBRANE BASE MEMBRANE
13 P.T. PLYWOOD 
CONT. 38 x 184 P.T. BLOCKING (CUT TO FORM 
SLOPE) 
13 P.T. PLYWOOD FASTENED TO CONC. BLOCK 

PORCELIN TILE, REFER TO SPEC.
6mm CEMENT BOARD ON 
19mm PLYWOOD

PORCELIN TILE BEYOND

+/
- 1

9 
S

PA
C

E

PORCELIN TILE TO MIN. 100mm 
BACK OF LOCKERS

38 X 89 WOOD FRAMING

6mm CEMENT BOARD ON 
13 PLYWOOD

38 X 140 WOOD JOISTS AT 400
O.C.

38 X 235 WOOD PLATE (CUT TO
SUIT) ANCHORED TO CONC.

BLOCK

LED FULL LENGTH STRIP LIGHT
- REFER TO ELECT

24 GA. PRE-FINISHED METAL TO
MATCH PARAPET

13mm PLYWOOD ADHERED TO
19 mm PLWOOD. ROUTER TO
SUIT INSTALL OF LED STRIP

LIGHT

LOCKER WALL SECTION
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SELF ADHESIVE A.V.B. STRIP
OVER ALUM. TRIM

FILL DOOR FRAME WITH
MINERAL FIBRE INSUL.

3 ANOD. ALUM. CLOSURE TRIM
(BY WINDOW SUPPLIER)

RETURN WALL A.V.B. INTO DOOR
OPENING & SEAL TO FRAME (TYP.)

CAULK JOINT TO ENSURE
SEPARATION OF ALUM. &

H.M. FRAME

EXTEND ROOF BASE 
MEMBRANE OVER 13 
PLYWOOD

24 GA. PRE-FINISHED 
METAL PARAPET CAP. 
COLOUR TO BE 
SLECTED BY CONTRACT 
ADMINISTRATOR

CONT. 38 x 65 P.T.
BLOCKING (CUT TO

FORM SLOPE)

25 GALV. METAL HAT 
CHANNEL (PAINT O.F. 
BLACK TYP.)

MINERAL FIBRE INSUL.
TO FILL CAVITY

100 GALV. METAL 
J-BAR AT TOP

WRAP A.V.B 
MEMBRANE OVER 
TOP OF PARAPET AND 
LAP/SEALTO ROOF 
A.V.B. MEMBRANE

E1

U.S. BLOCK
101 800

N.T.S.

VERTICAL SAND FILTER. APPROX. 
WEIGHT 31,000 POUNDS EACH. 
FILTERS TO BE CRANED IN PLACE BY 
PHASE 1 CONTRACTOR PRIOR TO THE 
INSTALLATION OF THE ROOF JOISTS. 
GENERAL CONTRACTOR FOR PHASE 
1B TO COORDINATE THE INSTALLATION

BID OPPORTUNITY 1008 - 2015


