
GALV. C- CHANNEL -
REFER TO STRUCT.

PAINT

GALV. COLUMN - 
REFER TO STRUCT. 
PAINT

STAINLESS 
STEEL TUBE. - 
TYP.

GALV. CAP PLATE - 
REFER TO DETAIL 9 
AND 10 ON A5.2. 
PAINT

A5.2
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5

O.F. OF GRADE BM. &
BLOCK WALL

EXTERIOR CHANGE RM.
107

LIGHT -
REFER TO

ELECT.

400 MIN.

APPLY CLOSED CELL SPRAY
INSULATION CONTINUOUS

ALONG TOP OF WALL AT U/S
OF DECK

100

E4

FEMALE W/C
106

WALL SECTION AT ROOF
Scale 1:10

5

A5.2

3

FIRE STOP IN STEEL DECK FLUTE
OVER BLOCK WALL (AT 1 HR. FIRE

SEPARATIONS ONLY)

INFILL BLOCK TO U/S OF DECK
CONTINUOUS ALONG WALL (TYP.)

INFILL BLOCK TO U/S OF DECK 
CONTINUOUS ALONG WALL (TYP.)

MECHANICAL
ROOM

102
UNIV. W/C

104

GWB ON 92 STEEL STUD - REFER TO 
SPEC.

STEEL STUD SIZE TO SUIT STEEL 
ANGLE - TYP.

6
O.F. OF GRADE BM. & 
BLOCK WALL BEYOND

T.O. PARAPET STUD
103 600

CONT. STEEL ANGLE - REFER 
TO STRUCT.

22mm KEBONY WOOD SIDING
BUILDING PAPER (BLACK)
13 PLYWOOD SHEATHING
92 STEEL STUD AT 400 O.C.
13 PLYWOOD SHEATHING
38x89 WOOD P.T. WOOD STUDS AT 400 O.C.
13 PLYWOOD SHEATHING
2 PLY MOD. BITUMEN ROOF MEMBRANE

PARAPET CONST. ALONG GRID LINE 6

FASTEN STEEL STUDS TO 
PLYWOOD AND ANGLE

INSTALL SOLID WOOD BLOCKING 
BETWEEN DECK FLUTES AND ANGLE

THROUGHBOLT C/W NUT AND 
WASHER AT 600 O.C.

WRAP BUILDING PAPER 
AROUND EDGE OF EXPOSED 
PLYWOOD EDGE

OUTLINE OF WALL BEYOND

ADJUSTABLE Z-BARS - TYP.

A

T.O. BOND BEAM
103 000

100 x 100, 22 GA. PRE-FIN. METAL
OPEN FACED RWL (PRE-FINISHED

ON ALL SIDES). COLOUR TO BE
SELECTED BY CONTRACT

ADMINISTRATOR

300 WIDE, 22 GA. PRE-FIN. METAL
SCUPPER BOX. COLOUR TO BE

SELECTED BY CONTRACT
ADMINISTRATOR

13 PLYWOOD SCUPPER 
BOX LINING

EXTEND ROOF MEMBRANES INTO 
SCUPPER BOX

P.T. WOOD BLOCKING TO 
SUIT SCUPPER LEVEL

SCUPPER / RWL SECTION
Scale 1:10

3

A5.2

2

WRAP SELF ADHESIVE
A.V.B. OVER BLOCK &

SEAL TO ROOF V.B.

300 WIDE, 22 GA. PRE-FIN.
METAL SCUPPER BOX

PARAPET BEYOND

EXTEND ROOF MEMBRANE 
INTO SCUPPER BOX - 
ADHERE TO 13 PLYWOOD 
SHEATHING

PRE-FINISHED METAL END 
CAP FLASHING

50 RIGID INSUL. OVER
CONC. BLOCK

100 MIN.

OVERFLOW SCUPPER SECTION
Scale 1:10

4

A5.2

75 WIDE X 6 STAINLESS STEEL BENT 
PLATE - TYP. OF THREE AT EACH BENCH 
LOCATIONS - REFER TO PLAN

38 X 68 KEBONY, SMOOTH AT ALL EXPOSED 
EDGES.

PROVIDE STAINLESS STEEL  CARRIAGE 
BOLT, WASHER  AND NUT. 

50
0

PROVIDE SOLID BLOCKING IN WALL

12 TYP.

STAINLESS STEEL LAG SCREW AND 
WASHER TO SUIT INSTALLATION (2 PER 
BRACKET)

13mm FLEXCELL JOINT - REFER TO 
STRUCT.

WALL SECTION
Scale 1:10

6

A5.2

6mil POLY VAPOUR BARRIER - 
TYP 

14 Ga STAINLESS STEEL COUNTERTOP 
AND FACES FULLY ADHERED TO 2 
LAYERS 19mm PLYWOOD 

SINK - REFER TO MECH

PLUMBING PIPING - REFER TO MECH.

RETURN STAINLESS STEEL FULL WIDTH 
OF PLYWOOD. TYP. BOTH SIDES

FAUCET - REFER TO MECH.

650

PROVIDE SOLID BLOCKING SUPPORT

12Ga FULL HEIGHT MIRRORED FINISH 
STAINLESS STEEL ADHERED TO 19mm 
PLYWOOD. MECHANICALLY FASTEN 
PLYWOOD TO WALL PRIOR TO 
ADHERING S/S TO PLYWOOD. LOCATE 
STEEL STUDS TO SUIT FASTENING OF 
PLYWOOD

TILE BEYOND - REFER TO SPEC.

PAINTED GWB BULKHEAD. 
WIDTH OF 92 STEEL STUD

C75X6.1 STEEL CHANNEL SUPPORT ON 
ALL FOUR SIDES, PRIMED AND 
PAINTED. BOLT INTO SOLID BLOCKING 
AND CONCRETE BLOCK AT END WALLS 
WITH 2-M6 STAINLESS STEEL LAG 
BOLTS

86
0

12
5

CLEARANCE REQUIREMENTS
REQUIRED. REFER TO 8/A5.2 FOR

DIMENSIONS

S3

PAINTED GWB BULKHEAD - TYP.

TILE BEYOND - REFER TO 
SPEC.

19mm x 19mm x 2.1mm POLISHED STAINLESS L 
BRACKET ALL AROUND (EXCEPT TOP - REFER 
TO DETAIL)

19mm x 120mm x 2.1mm 
POLISHED STAINLESS L 
BRACKET ALONG ENTIRE TOP 
OF MIRROR AT BULKHEAD

LIGHT - REFER TO ELECT.

U/S CERAMIC TILE
102 200

RECEPTACLE - REFER TO ELECT. 
NOTCH STEEL STUD TO SUIT

EQ. EQ.

FEMALE W/C
106

MALE W/C
105

PILE BEYOND - REFER TO STRUCT.

SIDING BEYOND SHOWN FOR 
REFERENCE ONLY

C.L. OF WOOD SIDING TO 
ALIGN WITH C.L. S/S TUBE - 
TYP.

SLAB CONSTRUCTION
127 SLAB ON GRADE
150 MIN COMPACTED GRANULAR FILL OVER 
COMPACTED SUBGRADE - REFER TO STRUCT.

D

O.F. OF STEEL TO ALIGN WITH O.F. OF 
HIGH ROOF SIDING - TYP. BOTH SIDES

50 X 50 X 4.5 HSS STAINLESS 
STEEL TUBES - TYP.

280 X 280  CAP PLATE AT TOP OF
COLUMN (TYP) - REFER TO STRUCT.

AND DETAIL 9 AND 10 ON A5.2

CONTRACTOR TO NOTIFY 
CONTRACT ADMINISTRATOR 
IF LESS THAN 100MM 
CLEARANCE BETWEEN S/S 
TUBES

100 OR GREATER.

13 mm FLEXCELL JOINT- TYP. ALL SIDES

GALV. BASE PLATE C/W GALV. BOLTS- 
REFER TO STRUCT.

GALV. STEEL COLUMN - PAINTED. REFER 
TO STRUCT AND SPEC. 

PROVIDE 7 GAUGE S/S CLOSURE 
PANEL WELDED TO END OF 
TUBE. GRIND TO MAKE SMOOTH. 
POLISH TO MATCH FINISH - TYP. 
ALL EXPOSED ENDS

C-CHANNEL 
BEYOND

PROVIDE 7 GAUGE S/S CLOSURE 
PANEL WELDED TO END OF 
TUBE. GRIND TO MAKE SMOOTH. 
POLISH TO MATCH FINISH - TYP. 
ALL EXPOSED ENDS

GALV. C CHANNEL - PAINT - 
REFER TO STRUCT.

S/S BOLT WASHER AND NUT - 
REFER TO SPEC.

T.O. C-CHANNEL
104 600

300mm LONG SOLID STAINLESS 
STEEL INTERNAL PEG, WELDED 
TO INSIDE OF MAIN TUBE (AT 
ONE END ONLY). SLIDE OTHER 
SIDE OF MAIN S.S. TUBE OVER 
EXPOSED PEG

ALLOW FOR 3MM EXPANSION 
JOINT AT JOINT

100

CL

WELDED TO 
MAIN TUBE

NOT WELDED TO 
MAIN TUBE

GALV. C CHANNEL - PAINT - 
REFER TO STRUCT.

S/S BOLT WASHER AND NUT - 
REFER TO SPEC.

GALV. C CHANNEL BEYOND - 
PAINT - REFER TO STRUCT.

CANOPY SECTION
Scale 1:10

1

A5.2

CANOPY SECTION
Scale 1:10

2

A5.2

WALL SECTION
Scale 1:10

7

A5.2

68
5

23
0

205

280

73
5

430

LAVATORY CLEARANCE REQUIREMENTS
Scale 1:10

8

A5.2

BID OPPORTUNITY 1008 - 2015

PAINTED GALV. 
COLUMN BEYOND - 
REFER TO STRUCT.

PROVIDE 7 GAUGE S/S CLOSURE 
PANEL WELDED TO END OF 
TUBE. GRIND TO MAKE SMOOTH. 
POLISH TO MATCH FINISH - TYP. 
ALL EXPOSED ENDS

GALV. C CHANNEL - PAINT - 
REFER TO STRUCT.

38

280

280 x 280  GALV. CAP PLATE C/W 
38MM EDGE ALL SIDES. PAINT

NOTE: COLUMN NOT SHOWN 
FOR CLARITY

WELD S/S TUBE TO CAP PLATE - 
TYP.

CAP PLATE DETAIL
Scale 1:10

9

A5.2 DETAIL PERPENDICULAR 
TO S/S CHANNELS

CAP PLATE DETAIL
Scale 1:10

10

A5.2 DETAIL PARALLEL TO S/S 
CHANNELS CAP PLATE ISOMETRIC

N.T.S.
11

A5.2


