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PLAN DETAILS

TRANSCONA CENTENNIAL POOL
PHASE 1B - NEW OUTDOOR POOL BLDG
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METAL J-BAR AT JAMBS (TYP.)
O.F. OF GRADE BM. & 
CONC. BLOCK

3 mm ANOD. ALUM. JAMB TRIM

ALUM. SILL BELOW

SEAL WALL A.V.B. TO 
WINDOW MULLION (TYP. 
ALL AROUND)

EXPOSED CONC.
BLOCK SILL BELOW

CAULK (BOTH SIDES)

WINDOW JAMB PLAN DETAIL
Scale 1:10

3

A6.1

B

O.F. OF GRADE BM. & 
CONC. BLOCK

FILL DOOR FRAME WITH 
MINERAL FIBRE INSUL. 
(TYP.)

RETURN WALL A.V.B.
INTO DOOR OPENING
AND SEAL TO FRAME

(TYP. ALL AROUND)

METAL J-BAR AT 
JAMB (TYP.)

POWER DOOR
ACTUATOR - REFER

TO SPEC.

CAULK (TYP.)

3 mm ANOD. ALUM. 
CLOSURE TRIM

POWER DOOR
ACTUATOR - REFER

TO SPEC.

WASHROOM DOOR JAMB PLAN DETAIL
Scale 1:10
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FOAM ROD & CAULK

PRE MOLDED RUBBER 
CONTROL JOINT

EXTEND RIGID INSUL. 600 MIN. 
BEYOND G.L.

E4

O.F. OF GRADE BM. & 
CONC. BLOCK

RUN WALL A.V.B. MEMBRANE 
CONSTINUOUS BETWEEN 
CONCERETE BLOCKS

600 MIN.

B

6

15
0

33
0

E3

GALV. BENT METAL ANGLE
TO SECURE PLYWOOD

WRAP PAPER AROUND EDGE 
OF EXPOSED PLYWOOD END 
(TYP. BOTH SIDES)

22mm KEBONY WOOD SIDING
BUILDING PAPER (BLACK)
13 PLYWOOD SHEATHING

PLAN DETAIL
Scale 1:10
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Scale 1:10
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RETURN STAINLESS STEEL ON ENDS 
C/W PLYWOOD. TYP. THREE SIDES

LAG BOLTS BELOW

SOLID BLOCKING BELOW

SCHLUTER TRIM AT ALL CORNERS - 
REFER TO SPEC.

TILE - REFER TO SPEC.

ALIGN CERAMIC TILE - TYP BOTH 
WASHROOM

VA
R

IE
S

ALIGN O.F. OF FENCE
BOARDS WITH O.F. OF

BUILDING SIDING

100 x 100 GALV. HSS POSTS (PAINT) 
AT 1800 O.C. MAX. IN 300 Ø x 1200 
DEEP HOLE. FILL WITH CONC. & 
SLOPE AT TOP. 

WELD GALV. END CAP AT TOP OF 
POST. PAINT

ALIGN SCREWS IN FENCE
WITH SCREWS ON BUILDING

FACADE - REFER TO
ENLARGED ELEVATION 9 AND
10 ON A4.1 FOR DIMENSIONS.
CO-ORDINATE HORIZ. WOOD

TO SUIT

T.O. FENCE
102 400

GRADE

90
 T

Y
P.

WOOD FENCE SECTION 
Scale 1:20
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38 x 184 P.T. WOOD HORIZ. RAILS 
(TOP, BOT. & MID.) CONNECTED 
TO HSS POST W/ 2- 13 Ø S.S. 
THRU-BOLTS (COUNTERSUNK)

22 mm KEBONY WOOD 
VERT. FENCE BOARDS 
(TO MATCH BLDG)

FENCE POST DETAIL
Scale 1:10
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PLAN DETAIL
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C.L. MILLWORK

12Ga FULL HEIGHT MIRRORED FINISH STAINLESS 
STEEL ADHERED TO 19mm PLYWOOD. MECHANICALLY 
FASTEN PLYWOOD TO WALL PRIOR TO ADHERING S/S 
TO PLYWOOD. LOCATE STEEL STUDS TO SUIT 
FASTENING OF PLYWOOD

19mm x 19mm x 2.1mm POLISHED STAINLESS L 
BRACKET ALL AROUND (EXCEPT TOP - REFER 
TO DETAIL)

CONFIRM DIMENSION WITH MECHANICAL
EQUIPMENT REQUIREMENTS

19mm x 19mm x 2.1mm POLISHED STAINLESS L 
BRACKET ALL AROUND

TILE - REFER TO SPEC.
SOLID BLOCKING BELOW

LAG BOLTS BELOW

C- CHANNEL SHOWN DOTTED

RETURN STAINLESS STEEL ON ENDS 
C/W PLYWOOD. TYP. THREE SIDES

TOILET PARTITION - REFER TO SPEC.

14 Ga STAINLESS STEEL COUNTERTOP 
AND FACES FULLY ADHERED TO 2 
LAYERS 19mm PLYWOOD 

+/- 582

BID OPPORTUNITY 1008 - 2015

FOAM ROD AND CAULK - TYP.

PRE-FORMED CONTROL 
JOINT GASKET

CAULKED PORCELAIN TILE 
CONTROL JOINT (COLOUR 
MATCHED TO GROUT)

19 mm MASONRY CONTROL JOINT

6 mm TILE CONTROL JOINT

BLOCK WALL

CONCRETE BLOCK

CAULKED PORCELAIN TILE 
CONTROL JOINT (COLOUR 
MATCHED TO GROUT)

6 mm TILE CONTROL JOINTCORNER TRIM - TYP. - 
REFER TO SPEC. 

PORCELAIN TILE - 
REFER TO SPEC.

6 mm GROUT - TYP. - 
REFER TO SPEC.

PLAN DETAIL
Scale 1:5
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T.O. CONCRETE BLOCK
103 600

U/S DECK
103 100

O.F. OF CONC. BLOCK

SEE STRUCT.
U/S OF BOND BEAM

LAP AND SEAL WALL AIR/VAPOUR
BARRIER MEMBRANE TO DUCT -

TYP. ALL AROUND

PRE-FINISHED METAL LOUVRE -
REFER TO MECH. FOR SIZE

INSULATED DUCT - 
REFER TO MECH. 

TYPICAL WALL LOUVRE DETAIL 
Scale 1:10
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