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PROVIDE NEW GWB AS REQUIRED BY 
DEMOLITION. PATCH AND PAINT2

GROMMET IN MILLWORK - (EDP3 - 2-1/2" FLIP 
TOP GROMMET SET - MATTE BLACK (90))3

4

2"x2" FULL HEIGHT STAINLESS STEEL 
CORNER GUARD5

REINSTALL EXISTING DOOR MAP ALARM - 
REFER TO ELECT.6

7

RENOVATION PLAN KEYNOTES

EXISTING STEEL COLUMN 

MAINTAIN ACCESS TO EXISTING CLEAN OUT8

WALL MOUNT EXISTING CCTV TELEVISION - 
REFER TO ELECT. C/W PROTECTIVE GUARD. 
PROVIDE 3/4" PLYWOOD BLOCKING BEHIND 
GWB AS REQUIRED

9

NEW 4" RUBBER BASE - FULL LENGTH OF 
WALL - REFER TO SPEC.10

NEW ELECTRICAL/DATA WIRING TO BE 
CONCEALED IN EXISTING WALL TO 
UNDERSIDE OF NEW MILLWORK - REFER TO 
ELECT.

NEW FLOORING - REFER TO SPEC.

NEW PANIC BUTTON - REFER TO ELECT.11

PROVIDE GABLE ALONG WALL C/W P.LAM 
FINISH12

RENOVATION PLAN KEYNOTES

EXISTING FLOORING TO REMAIN13

PROVIDE THRESHOLD FROM EXISTING 
FLOOR TO NEW FLOORING. THRESHOLD TO 
MEET NATIONAL BUILDING CODE BARRIER 
FREE STANDARDS

14

EXISTING CCTV CAMERA TO REMAIN15

REFER TO DEMOLITION PLAN FOR PARTIAL 
DEMOLITION OF WALL. CONTRACTOR TO 
ENSURE WALL IS STABLE.  REMOVE AND 
PROVIDE NEW GWB AND PROVIDE NEW 
STUDS AND REINFORCING AS REQUIRED.

16

PROVIDE NEW GWB IN LOCATION OF 
DEMOLISHED WALL - TYP FOR ALL SIMILAR 
CONDITIONS

17

PROVIDE NEW GWB ON THE UNDERSIDE OF 
LINTEL AS REQUIRED. PAINT18

RECEPTION RENOVATION PLAN
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P LAM COUNTER (FORMICA
949 WHITE), 3/4" PLYWOOD

OR SOLID WOOD
STRETCHERS - TYP

STAINLESS STEEL "D"
PULLS, ALL CABINETS,

RICHELIEU 33205170 OR
APPROVED EQUAL.

DOOR AND DRAWER
FRONTS: 11/16" PARTICLE
BOARD, P LAM (FORMICA

912-58 STORM). MATCHING
EDGE BANDING, TYP.

DRAWER BOXES: 1/2"
VENEER CORE PLYWOOD,

P.LAM FINISH. 1/8" PVC ALL
EDGES, TYP. C/W FULL

EXTENSION DRAWER
GLIDES AND CYLINDER

DRAWER LOCKS

3/4" PLYWOOD C/W P LAM
(FORMICA 912-58 STORM)

P LAM COUNTER (FORMICA
949 WHITE), 3/4" PLYWOOD

OR SOLID WOOD
STRETCHERS - TYP

PROVIDE 2"Ø HOLES THROUGH
GABLES AS REQ'D. FOR CABLE

MANAGEMENT. COORDINATE
ON SITE.

HAFELE SINGLE J CABLE 
TRUNK 829.15.302

3/4" PLYWOOD C/W P LAM 
(FORMICA 912-58 STORM)

3/4" PLYWOOD KICK PLATE 
C/W P LAM (FORMICA 912-58 
STORM)

SOLID MAPLE 3/4" x 2" 
BLOCKING, CONTINUOUS AT 
BOTTOM AND SIDES. 
RECESSED 1"

P LAM COUNTER (FORMICA
949 WHITE), 3/4" PLYWOOD

OR SOLID WOOD
STRETCHERS - TYP

3/4" PLYWOOD C/W P LAM
(FORMICA 912-58 STORM)

FINISH GABLES

TRANSACTION COUNTER
SUPPORT - STAINED WOOD

VENEER ON PLYWOOD
SUBSTRATE

MARMOLEUM BULLETIN
BOARD - FULL WIDTH AND

HEIGHT (FORBO - 2202)

3/4" PLYWOOD C/W P LAM
(FORMICA 912-58 STORM)

CABLE GROMMETS AS 
INDICATED ON PLAN (SEE 
SPEC.)

P LAM COUNTER (FORMICA 949
WHITE), 3/4" PLYWOOD OR

SOLID WOOD STRETCHERS -
TYP

STAINLESS STEEL "D" PULLS,
ALL CABINETS, RICHELIEU

33205170 OR APPROVED
EQUAL.

3/4" PLYWOOD KICK PLATE C/W
P LAM (FORMICA 912-58

STORM)

3/16" SHELF SUPPORTS,
RICHELIEU 18252G OR

EQUAL

ADJUSTABLE HEIGHT
SHELVES: 11/16" VENEER

CORE PLYWOOD, P.LAM FINISH
WITH 1/8" PVC EDGE ALL

SIDES. TWO PER CABINET

DOOR AND DRAWER FRONTS:
11/16" PARTICLE BOARD, P LAM

(FORMICA 912-58 STORM).
MATCHING EDGE BANDING, TYP.

3/4" PLYWOOD C/W P LAM 
(FORMICA 912-58 STORM)

3/4" PLYWOOD KICK PLATE 
C/W P LAM (FORMICA 912-58 
STORM)

PROVIDE 2"Ø HOLES 
THROUGH GABLES AS 
REQ'D. FOR CABLE 
MANAGEMENT. 
COORDINATE ON SITE.

HAFELE SINGLE J CABLE 
TRUNK 829.15.302

WALL BEYOND. PROVIDE
NEW GWB. PATCH AND

MAKE GOOD PAINT

 

TRANSACTION COUNTER, 
3/4" PLYWOOD C/W P LAM 
(FORMICA 7481-58 NATURAL 
BIRCH). EDGE BANDING ON 
ALL EXPOSED EDGES

 TRANSACTION COUNTER, 
3/4" PLYWOOD C/W P LAM 
(FORMICA 7481-58 NATURAL 
BIRCH). EDGE BANDING ON 
ALL EXPOSED EDGES

 LED STRIP LIGHTING -
REFER TO ELEC.

LED STRIP LIGHTING -
REFER TO ELEC.

3/4" PLYWOOD C/W P LAM 
(FORMICA 912-58 STORM) 
FINISH GABLES

PROVIDE LOCKS ON ALL 
DOORS AND DRAWERS

1'-8"
MIN. CLEAR SPACE

2'-5"

WALL BEYOND. PROVIDE
NEW GWB. PATCH AND

MAKE GOOD PAINT

ALIGN GABLE BEYOND WITH
EDGE OF WALL BEYOND

TRANSACTION COUNTER, 
3/4" PLYWOOD C/W P LAM 
(FORMICA 7481-58 NATURAL 
BIRCH). EDGE BANDING ON 
ALL EXPOSED EDGES

2"

MARMOLEUM BULLETIN
BOARD - FULL WIDTH AND

HEIGHT (FORBO - 2202)

NEW RUBBER BASE 
BEYOND - REFER TO SPEC

NEW RUBBER BASE 
BEYOND - REFER TO SPEC
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CONFIRM HEIGHT WITH CONTRACT
ADMINISTRATOR PRIOR TO LOCATING

ELECTRICAL/ TELEVISION
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BEYOND BEYOND

2

1

PATCH DAMAGED GWB AND PAINT TO MATCH 
EXISTING WALL2

NEW GATE C/W LATCH- REFER TO DETAILS3

4

NEW 1 -1/2"  SOLID WOOD (FIR) CAP (TO BE 
FULL WIDTH OF WALL) - REFER TO BLOWUP 
DETAILS

5

EXISTING RAILING TO REMAIN6

7

RECEPTION INTERIOR ELEVATION KEYNOTES

REINSTALL EXISTING CCTV MONITOR  - 
PROVIDE PROTECTIVE PLEXI GUARD. REFER 
TO ELECT.

EXISTING CCTV CAMERA TO REMAIN8

NEW ACCESSIBLE MILLWORK - REFER TO 
A1.29

EXISTING ELECTRICAL PANEL TO REMAIN10

INFILL WALL OF DEMOLISHED WINDOW WITH 
EXISTING WALL ASSEMBLY TO MATCH, 
REINSTALL SALVAGED WOOD PANEL AND 
NEW GWB TO MATCH EXISTING SLOPE. 

NEW MILLWORK - REFER TO A1.2 

FULL HEIGHT STAINLESS STEEL CORNER 
GUARD TO U/S OF LINTEL - CONTRACTOR TO 
CONFIRM HEIGHT ON SITE

11

EXISTING WALL MOUNTED LIGHT TO REMAIN12

CHAMFER EXISTING WOOD PANEL AT LINE 
OF NEW CUT TO MATCH EXISTING13

PROVIDE NEW GWB FOR ANY DAMAGED 
AREAS BEHIND REMOVED WOOD PANELING - 
PAINT

14

17

EXISTING WINDOW TO REMAIN15

EXISTING WOOD PANELING TO REMAIN16

EXISTING STAIR AND GUARDRAIL TO REMAIN17

LINE OF DEMOLISHED ROOF/CEILING (FOR 
REFERENCE ONLY). PROCIE GWB TO BE 
FLUSH WITH ADJACENT. PATCH AND PAINT

18

UNDERSIDE OF GATE TO ALIGN WITH 
MILLWORK BASE19

REINSTALL LIGHT FIXTURE - REFER TO 
ELECT.20

EXISTING MECHANICAL VENT TO REMAIN21

EXISTING THERMOSTAT AND TEMPERATURE 
CONTROL TO REMAIN22

RECEPTION  INTERIOR ELEVATION
Scale 1: 50
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RECEPTION ELEVATION
Scale 1: 50

4

A1.2

1 1/2" x 1 1/2" CONTINUOUS 
S/S PIANO HINGE,FULL 
HIEGHT OF DOOR

3/4" END GABLE PANEL C/W 
P.LAM FINISH

P.LAM (FORMICA 912-58 
STORM) ON 2 PLY 3/4" BUILT 
UP SUBSTRATE C/W 1/8" PVC 
EDGE

3/4" LOWER CABINET 
PANEL

1/8" PVC EDGE - TYP.

KNAPE & VOGT
SECRET GATE

LATCH 989 ALUM

PROVIDE NEW GWB FOR NEW
WALL CONFIGURATION. PATCH

AND PAINT

1 1/2" SOLID WOOD (FIR) STOP. FULL 
HEIGHT. MECHANICALLY FASTENED TO 
WALL. WIDTH TO SUIT. WIDTH OF WOOD 
ON SLOPE ABOVE TO BE FULL WIDTH OF 
WALL. REFER TO INTERIOR ELEVATION

PROVIDE NEW 2 X 6" WOOD TO
SUIT EXISTING WALL SYSTEM

CUT EXISTING WOOD PANEL TO SUIT 
NEW CONFIGURATION. CHAMFER EDGE 
TO MATCH EXISTING DETAILING

MILLWORK BUMPER STOP - TOP AND 
BOTTOM

BID OPPORTUNITY 149 - 2015

PROVIDE NEW GWB FOR NEW 
WALL CONFIGURATION. PATCH 
AND PAINT

1 1/2" SOLID WOOD (FIR). WIDTH TO SUIT 
FULL WIDTH OF WALL ASSEMBLY

PROVIDE NEW 2 X 6" WOOD TO
SUIT EXISTING WALL SYSTEM

CUT EXISTING WOOD PANEL TO SUIT
NEW CONFIGURATION. CHAMFER EDGE

TO MATCH EXISTING DETAILING

EXISTING WOOD STUDS TO
REMAIN. CUT TO SUIT

NOTE: CONTRACTOR TO ENSURE WALL IS 
STABLE.  REMOVE AND PROVIDE NEW GWB 
AND PROVIDE NEW STUDS AND REINFORCING 
AS REQUIRED.
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