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North Elevation
3/8" = 1'-0"

1
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East Elevation
3/8" = 1'-0"

2

A-05

4'-0" x 10'-6" mirrored
stainless steel panels,

wrapped all sides

3'-0" x 10'-6" corten steel
panels

Edge of mirrored stainless steel 
panel behind corten steel panel, 
both sides.

T/O floor sheathing
100'-0"

T/O siding panels
109'-7"

Grade
+/- 98'-10"

3'-0" x 10'-6" corten steel
panels

Raised granular walkway 
to meet flush with t/o 
concrete slab.

Corten steel plate base 
angle. Cap with corten 
steel plate welded flush to 
end.

Align bottom of sign to T/O 
door frame. Typical.

Continuous corten steel plate angle

Light fixture installed 
vertically. Align flush to 
side and bottom edge of 
corten steel panel, typical. 
Refer to Electrical.

Light fixture.

Stainless steel rail beyondditto

T/O roof parapet
109'-5"

CW-01b

DO

"Accessible Toilet for Men"
washroom sign

Ditto

Continuous
corten steel plate

angle

Concrete slab Light fixture installed
vertically on steel grate

fence. Coordinate exact
location with C.A.

MF & FG

Steel grate beyond.

Mirrored stainless 
steel washroom 
sign

Integrated 3'-0" wide steel bar
grate gate. Refer to 1/A-09 and

2/A-09

3-0"'x10-6"' press lock steel bar
grate panels. All panels to be full

width except where otherwise
noted. Cut height of panels to

provide 1 1/4" reveal above
adjacent concrete slab. Align top

flush to adjacent corten steel
panels.  Typical.

Vertical angle supports to
run behind panels. Weld to

coten steel embed plate
fastened to t/o grade

beam.

Height of doorstop to be 
aligned to t/o adjacent light 
fixture.

D-001b

Ditto

South Elevation
3/8" = 1'-0"

3
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West Elevation
3/8" = 1'-0"

4

A-05

±  1'-0"

3-0"'x10-6"' press lock 
steel bar grate panels. 
Typical.  All panels to be 
full width except where 
otherwise noted. 

Top of corten steel base 
plate angle

Top of concrete slab

EQ

3'-0" x 10'-6" corten steel
panels

Scupper to be break metal, black. 
Lap all edges 2". Extend 1/2" 
beyond face of corten steel plate 
with drip edge. Typical.

Coordinate sump 
discharge with steel and 
concrete.

Continuous LED light strip 
@ underside of corten 
steel plate angle on  full 
length of north elevation. 
Refer to Electrical.

Scupper

1" diameter hole cut into corten steel 
panel to allow for mechanical fastening 
between panel rail support and steel 
angle beyond. Align horizontally to 
center of panel. Vertical alignment to be 
the same on all panels, coordinate with 
structural. Typical. 

Exterior maintenance enclosure

Ditto

Ditto

8"

Max differential. Not 
to exceed 24". 
Typical.

Dashed line denotes
extent of wall behind.

Ditto Dashed line denotes 
extent of steel bar grate 
panel to run behind corten 
steel. Cut this panel to 
suit.

8"8"

Dashed line denotes
extent of steel bar grate

panel to run behind corten
steel. Cut this panel to

suit.

3'
-0

" T
yp

.

Stainless steel 
rail

Stainless steel 
rail.

Grade 
varies, both 
sides.

T/O floor sheathing
100'-0"

T/O siding panels
109'-7"

Grade
+/- 98'-1"

T/O roof parapet
109'-5"

Washroom signage along 
corten steel angle to be 
specified by Contract 
Administator.

CW-01a

Corten steel
panel

CW-01a

Structural silicone joint,
typical.

Full-height door 
activation push plate 
mounted to steel plate 
bollard. Coordinate 
exact location and 
dimensions of bollard 
with C.A.

Steel bar grate 
fence, c/w vertical 
angle supports 
welded to t/o 
angle below.

Full-height steel door 
pull. Typical

DODO

"Accessible Toilet for 
Women" washroom 
sign. Locate and 
adhere all washroom 
signs with instruction 
from C.A., typical.

"Accessible Toilet for Men 
& Women" washroom sign

Raised packed 
granular walkway to 
meet flush with 
concrete slab, typical.Continuous corten steel 

plate angle. Ensure 3" 
ground cover @ b/o angle. 
Typical.

Concrete slabMiter corner joint 
of plate angle, 
typical.

Light fixture installed 
vertically. Coordinate 
exact location with C.A.

MF & FG MF & FG

Mirrored stainless 
steel washroom 
sign

Mirrored stainless 
steel washroom 
sign

Door closer beyond, 
typical.

D-001aD-001c

Ditto
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