
NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. MODIFIED BARRIER CURB & GUTTER INLET FRAME &

COVER TF-122.

8. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

9. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

10. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.
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0+268.000 O/S 6.250 L

INSTALL 1800 DP CB (SD-024)

RIM EL 32.144, 150Ø E & W INV 31.244

250Ø N INV 30.494, BOT EL 29.894

C/W 250Ø x 5.4 SSP

& 4.0 VERTICAL RISER

CONNECT TO EX 1825Ø CONC LDS

0+268.500 @ INV ±26.32 (1825 INV ± 25.02)
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0+268.000 O/S 3.750 R

INSTALL 1800 DP CB (SD-024)

RIM EL 32.194, 150Ø E & W INV 31.294

250Ø N INV 30.544, BOT EL 29.944

C/W 250Ø x 4.3 SSP @ 4.0%

& 4.0 VERTICAL RISER

CONNECT TO EX 1825Ø CONC LDS

0+269.000 @ INV ±26.32 (1825 INV ±25.02)

MATCH MTS MH

SALVAGE & REGRADE

EX PATIO BLOCKS (TYP)

REMOVE EX CI, CB,

DCP & ABANDON LEAD

REMOVE EX CI,

CB, DCP &  LEAD

REMOVE EX CI, CB, DCP & ABANDON LEAD

ADJUST EX MH F&C (TYP)

ADJUST EX MH F&C (TYP)

150Ø x 6.0m SUBDRAINS

C/W PLUGGED ENDS (TYP)

RENEW EX BUS STOP

RENEW EX BUS STOP

100 CONCRETE

SIDEWALK (TYP)

100 CONCRETE

SIDEWALK (TYP)

ADJUST EX MH

F&C (TYP)

IB CP #2
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RENEW CONCRETE APPROACH

(SD-235) TYP. MATCH EX GRADES

C/W 40mm LIP CURB
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150 SUBDRAIN (SD-245)

AT LOCATIONS
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BARRIER CURB (SD-203B)
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75 - 20mm BASE COURSE
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HORIZONTAL AND VERTICAL ALIGNMENT

STA 0+215 TO STA 0+340

31

WRJ

DML

JGK

BWB

65-018

233.049

JGKISSUED FOR CITY REVIEWA

S.E. Cor. Clarence Ave. & Marshall Bay, Tblt. in E.

Conc. foundation of No. 1198 Clarence Ave., 4.0 m S.

& 0.2 m below stucco of N.E. Cor. Bldg.

PLAN

CHAINAGE ALONG

PAVEMENT

CROWN
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VERTICAL SCALE:  1:10
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BID OPPORTUNITY No. 18-2015

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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33.000 33.100
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MORRISON HERSHFIELD

No. 1736

Member

KENNEDY

J.G.

22326

B

JGKISSUED FOR TENDERB 15/04/30


