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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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DETAIL - DRIP STRIP

2

07

150

TYP

 LIMIT OF

PIER CAP

76 mm WIDE x 6 mm THICK

NEOPRENE RUBBER STRIP

FULL WIDTH OF PIER

6 mm DIA x 44 mm LONG

TAPCON STAINLESS

STEEL CONCRETE

SCREWS @ 200 o/c

L76X76X6 GALVANIZED

STEEL ANGLE FULL WIDTH

OF PIER CAP

±2840

±2440

HSS305X203 EXTENSION

FOR EX HSS305X203

DECK DRAIN

EX CONCRETE DRAINAGE CHANNEL

REFER TO REFERENCE DRAWINGS

4 LOCATIONS   1:20

PLAN - DECK DRAIN EXTENSION

EX CONCRETE SETTLEMENT POND.

REFER TO REFERENCE DRAWINGS.

SPILLOVER WATER LEVEL

EX CONCRETE SETTLEMENT POND

GALVANIZED DECK DRAIN

EXTENSION

N.T.S.

SECTION - DECK DRAIN EXTENSION

A

07

EX HSS 305X203X6 GALVANIZED

DECK DRAIN PIPE

HSS 305X203X6 GALVANIZED

DRAIN PIPE EXTENSION

REPAIR

GALVANIZING

45°

DECK DRAIN EXTENSION NOTES:

 CONTRACTOR TO FIELD VERIFY DECK DRAIN EXTENSION LENGTHS, DIMENSION "B" REQUIRED.

  THE FOLLOWING LENGTHS HAVE BEEN ESTIMATED FOR DIMENSION "B" AS A BASIS FOR DESIGN:

      NORTH DRAIN       SOUTH DRAIN

PIER #3 ±3000 mm ±3500 mm

PIER #8 ±3300 mm ±3900 mm

 FIELD-APPLIED GALVANZING, TOUCH-UP, AND WELD GALVANIZING SHALL BE DONE WITH

SELF-FLUXING, LOW TEMPERATURE, ZINC-BASED ALLOY RODS IN ACCORDANCE WITH ASTM A780-01.

BASIS OF DESIGN: GALVALLOY OR WELCO GAL-VIZ GALVANIZING ALLOY.


