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PERFERATED 4" DIAMETER PVC 
PIPE PLACED APPROX. FOUR FEET 
APART (O/C) FROM TREE TRUCK. 
ENSURE PIPE DOES NOT 
INTERFERE WITH ROOT BALL

0.004M PLASTIC 
SHEETING

CLEAN FILL

CLEAN FILL

2M CLAY CAP

0.25M OF ROAD 
GRAVEL

PLANT TREE AS PER DETAIL 3 / LD-501
C/W ADDITIONAL DETAIL REQUIRMENTS 
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50mm DEPTH WOOD CHIP MULCH

EXISTING FINISHED GRADE

TREE PIT SLOPING TO APPROXIMATE WIDTH OF
ROOTBALL  AT BASE

PIT TO BE DUG WITH BACKHOE NOT TREE SPADE

TREE SET PLUMB

100mm TO 150mm

2X DIA. OF ROOTBALL (MAXIMUM) 

TREE RING AND TIES WITH METAL 
"T" STAKE ON TWO SIDES 
(WHERE REQUIRED)

PRUNE TREE TO REMOVE 
DAMAGED BRANCHES. DO NOT 
REMOVE LEADER.

REMOVE WRAP FROM TRUNK 
AND INSPECT FOR DAMAGE.

DO NOT COVER STUCTURAL 
ROOTS WITH MULCH

UNDISTURBED SUBGRADE

CUT, LOOSEN AND ROLL BACK APPROX. 1/2 OF 
BURLAP AND WIRE ON ROOTBALL. REMOVE ALL 
TWINE. CAREFULLY REMOVE LOOSE SOIL AROUND 
TRUNK AND EXPOSE FIRST STRUCTURAL ROOTS. 
PLANT TREE WITH FIRST STRUCTURAL ROOTS AT 
GRADE. 

SCARIFY SIDES OF TREE PIT TO THE DEPTH
OF ONE SHOVEL BLADE. 
BREAK UP GLAZED SURFACES

PLACE ROOTBALL ON 
UNDISTURBED SOIL 

FOLLOW ANSI  A300 PART 6: TREE, SHRUB, AND OTHER WOODY PLANT 
MAINTENANCE - STANDARD PRACTICES (TRANSPLANTING)  

PRUNE TREE TO REMOVE 
DAMAGED BRANCHES. DO NOT 
REMOVE LEADER.

TREE RING AND TIES WITH METAL "T" STAKE ON 
TWO SIDES (WHERE REQUIRED)

TRUNK PROTECTION: 100mm DIA. X 300mm LENGTH
WEEPING TILE MATERIAL SLICED ON A 45% ANGLE AND 
WRAPPED AROUND BASE OF TREE

50mm DEPTH WOOD CHIP MULCH

EXISTING FINISHED GRADE

SCARIFY SIDES OF TREE PIT TO THE DEPTH
OF ONE SHOVEL BLADE. 
BREAK UP GLAZED SURFACES
CUT, LOOSEN AND ROLL BACK APPROX. 1/2 OF 
BURLAP AND WIRE ON ROOTBALL. REMOVE ALL 
TWINE. CAREFULLY REMOVE LOOSE SOIL AROUND 
TRUNK AND EXPOSE FIRST STRUCTURAL ROOTS. 
PLANT TREE WITH FIRST STRUCTURAL ROOTS AT 
GRADE. 
SOAK BACKFILLED AREA TO ENSURE FULL CONTACT 
BETWEEN ROOTBALL AND BACKFILL.

UNDISTURBED SUBGRADE

TREE SET PLUMB

TREE PIT: 2X DIAMETER OF ROOTBALL

(MAXIMUM) 

 100mm TO 150mm 

DO NOT COVER STUCTURAL 
ROOTS WITH MULCH

REMOVE WRAP FROM TRUNK 
AND INSPECT FOR DAMAGE.

PLACE ROOTBALL ON 
UNDISTURBED SOIL 

FOLLOW ANSI A300 PART 6: TREE, SHRUB, AND OTHER WOODY PLANT 
MAINTENANCE - STANDARD PRACTICES (TRANSPLANTING)
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SUPV. U/G STRUCTURES

LOCATION  OF  UNDERGROUND  STRUCTURES  AS
SHOWN  ARE  BASED  ON  THE  BEST  INFORMATION
AVAILABLE  BUT  NO  GUARANTEE  IS  GIVEN
THAT  ALL  EXISTING  UTILITIES  ARE  SHOWN  OR
THAT  THE  GIVEN  LOCATIONS  ARE  EXACT.
CONFIRMATION  OF  EXISTENCE  AND  EXACT
LOCATION  OF  ALL  SERVICES  MUST  BE
OBTAINED  FROM  THE  INDIVIDUAL  UTILITIES
BEFORE  PROCEEDING  WITH  CONSTRUCTION.

LOCATION APPROVED
UNDERGROUND STRUCTURES

NOTE:
COMMITTEE

DATE

DATEDATE
AS INDICATED

KM/DL

DATE

SEAL

RELEASED FOR CONSTRUCTION

CHECKED BY

APPROVED BY

DRAWING NUMBER

KM
DESIGNED BY

DRAWN BY

SHEET SCALE

APRIL 2015

EN

EN LS-501

BRADY ROAD RESOURCE MANAGEMENT FACILITY 

Sheet Title

Project Title

TYPICAL SOFTSCAPE DETAILS

LANDSCAPE PLAN IMPLEMENTATION PHASE 1

Client

LS-501

CONSULTANT

nadi
d e s i g n

289 Garry St., Suite 300, 
Winnipeg, MB. R3C 1H9
T: (204) 669-6234
www.nadidesign.com

nadi
d e s i g n

289 Garry St., Suite 300, 
Winnipeg, MB. R3C 1H9
T: (204) 669-6234
www.nadidesign.com

ISSUE/REVIEW NOTESNO.

ELEV.
B.M.

DATE

33% SUBMISSION TO THE CITYA 1-30-15

CAD FILE

General Notes

All dimensions to be verified on site. Layout 
and elevations of all park areas, pathways 
and fences shall be staked by approved 
surveyor and reviewed and approved by 
landscape architect and civil engineer prior to 
construction.

Do not scale drawings for construction.  
Contractor to verify all existing conditions and 
dimensions required to perform the work and 
report any discrepancies to the landscape 
architect prior to commencing work.

All dimensions are in metric (meters m).

Base drawing and survey data provided by 
City of Winnipeg.
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All dimensions to be verified on site. Layout 
and elevations of all park areas, pathways 
and fences shall be staked by approved 
surveyor and reviewed and approved by 
landscape architect and civil engineer prior to 
construction.

Do not scale drawings for construction.  
Contractor to verify all existing conditions and 
dimensions required to perform the work and 
report any discrepancies to the landscape 
architect prior to commencing work.

All dimensions are in metric (meters m).

Base drawing and survey data provided by 
City of Winnipeg.
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Contractor shall report any discrepancies between 
the drawings and site conditions prior to 
commencement  of the work.

Where Landscape drawings show engineering 
information, such information is for informational 
purposes only. Do not construct engineering works 
from these drawings.

Where applicable, refer to grading plan for grading 
information.

All work to be carried out in conformance with 
codes and bylaws of the authorities having 
jurisdiction.
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Contractor shall report any discrepancies between 
the drawings and site conditions prior to 
commencement  of the work.

Where Landscape drawings show engineering 
information, such information is for informational 
purposes only. Do not construct engineering works 
from these drawings.

Where applicable, refer to grading plan for grading 
information.

All work to be carried out in conformance with 
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jurisdiction.
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During construction, existing roads and fences 
are to be protected to City of Winnipeg 
Standards. The contractor, at their own expense, 
is responsible to repaire any damage caused 
during constuction to City of Winnipeg 
Standards.

Consult with appropriate utility prior to 
construction activity.  All utility locations are the 
responsibility of the Contractor. Hand dig within 
the limits recommended by the service utility. 
Utility conflicts with proposed tree locations must 
be reported immediately  to the Landscape 
Architect 
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