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THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATUMS AND 
LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL ERRORS AND 
OMISSIONS TO BE REPORTED IMMEDIATELY TO THE LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE DRAWINGS 
SHALL NOT BE CARRIED OUT WITHOUT WRITTEN PERMISSION FROM THE 
LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE PERMISSION OF 
THE LANDSCAPE ARCHITECTS, IN WHICH CASE THE REPRODUCTION MUST 
BEAR THEIR NAME AS LANDSCAPE ARCHITECTS.
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ASSINIBOINE FOREST  
POND OVERLOOK

NOTES
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LEGEND

14-040 Assin Forest #182729.PC9

North

FOR CLIENT REVIEW MARCH 26, 2015

ISSUED FOR CONSTRUCTION JUNE 4, 2015
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NEW ASPHALT PATHWAY  
TO MATCH EXISTING

COMMON WHITE OR BURR OAK  
TIMBER SEATING IN BERM. 
RECLAIMED IF AVAILABLE.

BERM 
PLACE GROWING MEDIUM. 

SEEDING BY OWNER.

DECK

ACCESSIBLE ASPHALT PATH

NEW WOOD CHIP PATHWAY TO MATCH EXISTING. 
LOCATION TO BE DETERMINED ON SITE BY CONSULTANT.

COMMON WHITE OR  
BURR OAK TIMBER BENCH 
(RECLAIMED IF AVAILABLE.)

INTERPRETIVE SIGNAGE 
BY OTHERS.

SITE LAYOUT & MATERIALS PLAN
1:100

1

L1.1

RESTORE EXISTING EARTH TRAIL 
WITH 150mm DEPTH PLANTING MEDIIUM. 
SCARIFY PRIOR TO PLACING SOIL.  
SEEDING BY OWNER.
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NOTE:  
STAKE OUT ALIGNMENT CENTERLINE AND  
CONFIRM GRADES CORRESPOND WITH  
THOSE INDICATED ON L1.2.  
OBTAIN APPROVAL OF LAYOUT PRIOR  
TO EXCAVATING.

SHADE STRUCTURE.  
(SEE STRUCTURAL)
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COMMEMORATIVE PLAQUE 
BASE BY OTHERS.
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SUBDRAIN  
HDPE PERFORATED PIPE  
TO DAYLIGHT APPROX 3m FROM DECK
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SETTING OUT POINT 
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