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ASSINIBOINE FOREST  
POND OVERLOOK
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LEGEND

14-040 Assin Forest #182729.PC9

North

FOR CLIENT REVIEW MARCH 26, 2015

ISSUED FOR CONSTRUCTION JUNE 4, 2015

DETAILS

L1.4

TIMBER BENCH1 
L1.4

DECK STRUCTURE

P.T. 140x140x1800 LG.
DEADMAN @ 1200 O/C

P.T. 140x140x600 LG.
T/O EA. DEADMAN

TYP. 10M x 450 LG.
REBAR DOWELS INTO
GRANULAR BASE

285x285 RECLAIMED
OAK TIMBERS.

P.T. 38x140 HORIZ.

38x89 PWF WALL
C/W P.T. 19 PLYWOOD SHEATHING

P.T. 38x140 DIAG. EA. SIDE
DEADMAN & VERT. BRACE

P.T. 38x140 VERT. BRACE
@ EA. DEADMAN LOCATION

285x285 RECLAIMED TIMBERS,
SEE L1.1

ASPHALT 
PAVING

COMPACTED
CLAY FILL, SEE
GEOTECHNICAL

REPORT

P.T. 140x140x1800 LG.
DEADMAN @ 1200 O/C

P.T. 140x140x600 LG.
T/O EA. DEADMAN

TYP. 10M x 450 LG.
REBAR DOWELS INTO
GRANULAR BASE

285x285 RECLAIMED 
OAK TIMBERS

P.T. 38x140 HORIZ.

ASPHALT PAVING. 
INSTALL PRIOR TO 
INSTALLING TIMBERS.

CONT. P.T. 140x140
T/O DEADMAN

CONT. P.T. 140x140
T/O DEADMAN

TYP. P.T. 140x140x600 LG.
T/O EA. DEADMAN
C/W 10M x 450 LG.

REBAR DOWELS INTO
GRANULAR BASE

P.T. 140x140x1800 LG.
DEADMAN PLACED AS SHOWN

P.T. 38x140 DIAG. EA. SIDE
DEADMAN & VERT. BRACE
SHOWN THUS

P.T. 38x140 VERT. BRACE @
EA. DEADMAN LOC'N

38x89 PWF WALL
C/W P.T. 19 PLYWOOD
SHEATHING,
SHOWN HATCHED
PROVIDE MIN 150
GRANULAR LAYER
BEHIND WALL

CONT. P.T. 140x140
T/O DEADMAN

CONT. P.T. 140x140
T/O DEADMAN

SEE L1.2 FOR
GRADING REQUIREMENTS

SEE L1.2 FOR
GRADING REQUIREMENTS

MAINTAIN MIN.
150 GRANULAR
LAYER BEHIND
BENCH FRAMING

MAINTAIN MIN.
150 GRANULAR
LAYER BEHIND
BENCH FRAMING

COMPACTED
GRANULAR LAYER

SECTION
1:15 @ ARCH D

A

L1.3

TIMBER SEATING IN BERM - PLAN VIEW
1:15 @ ARCH D

1

L1.3

SECTION
1:15 @ ARCH D

B

L1.3

COMPACTED CLAY
FILL, SEE GEOTECH

150 PLANTING MEDIUM 
SEEDING BY OTHERS.
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NOTE: ALL HARDWARE IS TO BE RATED FOR 
USE WITH ACQ PRESSURE TREATED LUMBER.

DETAILS

L1.3

NOTE: ALL HARDWARE IS TO BE RATED FOR 
USE WITH ACQ PRESSURE TREATED LUMBER.

EXTEND GRANULAR LAYER MIN.
1200 PAST EDGE OF DECK

PROVIDE SOLID 
BLOCKING BELOW
BENCHES

MAINTAIN 2% SLOPE OF
GRANULAR BELOW DECKING
& BENCH, SIM. TO ARCH.
GRADE SLOPE

3 
L1.4

ASPHALT PAVING
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SCALE: 1:10 @ ARCH D

COMPACTED CLAY
FILL, SEE GEOTECH

150 PLANTING MEDIUM 
SEEDING BY OTHERS.

EASE EXPOSED EDGES TYP.

AS SHOWN         

80

60
25mm CHAMFER.  
THIS LOCATION ONLY.


