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ASSINIBOINE FOREST  
POND OVERLOOK

NOTES
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LEGEND

14-040 Assin Forest #182729.PC9

North

FOR CLIENT REVIEW MARCH 26, 2015

ISSUED FOR CONSTRUCTION JUNE 4, 2015
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PROOF ROLLED  SUBGRADE
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75 ASPHALT

PROVIDE GRANULAR FILL AS 
REQUIRED TO ACHIEVE 
SUBGRADE ELEVATION
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38 x 89 PT. JOISTS @ 400 O.C. 
MAXIMUM - TYPICAL

38 x 89 SOLID BLOCKING 
@ MID SPAN

38 x 140 PT. HEADER
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38 x 89 PT. DECKING 
3 SPACING

GALVANISED STEEL 
JOIST HANGER

DECK STRUCTURE 
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38 x 89 SOLID BLOCKING 
TO SECURE BENCH   

SEE DETAIL 1-L1.4
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38 x 140 PT. HEADER

38 x 89 JOISTS

38 x 89 PT. DECKING 

ASPHALT

15
0

COMPACTED GRANULAR BASE

COMPACTED SUBGRADE

150 DEPTH PLANTING MEDIUM. 
SEEDING BY OTHERS.

EXTEND GRANULAR LAYER MIN.
1200 PAST EDGE OF DECK

ASPHALT SHINGLE UNDER JOISTS

EXPOSE 1/3 OF DRAIN PIPE

SCALE: 1:5 @ ARCH D

AS SHOWN         

38 x 285 SECURED TO JOISTS 
WITH 10 Ø X 127 LAG SCREWS

38 x 285 SECURED TO TIMBERS 
WITH 10 Ø X 76 LAG SCREWS

2 - 38 x 140 EACH SIDE. FASTEN TO  
38 X 285 W/ #10 DECK SCREWS

2- 285 x 285 TIMBERS 
TIED W/ 10 Ø THREADED ROD 
@ 400 O.C.. COUNTERSINK.

TIMBER BENCH
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NOTE: ALL HARDWARE IS TO BE RATED FOR 
USE WITH ACQ PRESSURE TREATED LUMBER.

NOTE: ALL HARDWARE IS TO BE RATED FOR 
USE WITH ACQ PRESSURE TREATED LUMBER.

MAGLIN ARMREST AT EACH 
END OF BENCH 

PLAN

TIMBERS 

ARMREST  
CENTERED ON TIMBERS 

0.
05

EASE EXPOSED EDGES TYP.

100 DIA. HDPE PERFORATED PIPE 
COMPLETE WITH SOCK. 
MIN. 1% LONGITUDINAL SLOPE. 
SEE L1.1 FOR OUTLET LOCATION.


