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2130H x 8000W
SIGN PANEL "A"

2130H x 4200W
SIGN PANEL "B"
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BOLTS ON 500 B.C.D.
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INSTALL NEW SIGN PANELS
(SUPPLIED BY OTHERS) (TYP.)

INSTALL REFURBISHED
BRACKETS, SEE NOTE 5 (TYP.)
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EXISTING DIMENSIONS
ARE APPROX. SEE NOTE 4

PROPOSED DIMENSIONS
ARE APPROX. SEE NOTE 5

EXISTING

8775
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EXIT

EXIT RAMP SPEED SIGN
TO BE RE-INSTALLED,

SEE NOTE 5

SIDEWALK

MODIFY BASE PLATE (TYP.) REFER TO
SHEET 7 FOR DETAILS

POST-INSTALLED ANCHOR
BOLTS (TYP.) REFER TO

SHEET 7 FOR DETAILS

CAP EXISTING
THREADED COUPLERS

NEW GROUT PAD, SLOPE GROUT
TO EDGE OF CONCRETE PILE (TYP.)

FILL GAP BETWEEN
MEDIAN CONCRETE

AND CONCRETE PILE
WITH ELASTOMERIC

POLYURETHANE
SEALANT

REMOVE AND STORE
SHAFT MOUNTED SIGN PLATE

ALUMINUM GUARDRAIL
CONCRETE MEDIAN

APPROX. LOCATION
OF OVERHEAD MB HYDRO

DISTRIBUTION LINES

APPROX. LOCATION
OF OVERHEAD MB HYDRO

TRANSMISSION LINES

MB HYDRO
TRANSMISSION TOWER

MB HYDRO DISTRIBUTION POLE (TYP.)

STRUCTURE S653
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LOCATION MAP

SITE PLAN

S653 SITE LOCATION

OHSS-15-06

S653 PEMBINA HWY. NB, NORTH OF
BISHOP GRANDIN BLVD.
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Date:No. 1789 June 19, 2015
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DECIMALIZED NUMBERS INDICATE METRES
June 19, 2015

STEEL OVERHEAD SIGN SUPPORT
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NOTES:

1. REPLACE EXISTING S.S. BOLTS WITH ASTM A325 TYPE 1 HOT-DIP
GALVANIZED BOLTS C/W 1 NUT AND 2 WASHERS, LENGTH OF BOLT TO SUIT.

2. CLIP WASHERS TO CLEAR AS DIRECTED BY THE CONTRACT ADMINISTRATOR.

3. APPROX. MASS OF EXISTING STEEL STRUCTURE: 3000kg.

4. EXACT LOCATION OF SIGN PANELS AND SIGN PANEL BRACKETS SHALL BE
FIELD MEASURED AND RECORDED BY THE CONTRACTOR PRIOR TO
REMOVAL.

5. FINAL INSTALLED LOCATION OF SIGNS AND MOUNTING BRACKETS WILL BE
DETERMINED BY THE CONTRACT ADMINISTRATOR.

SEAL WELD ALL AROUND NEW 6 mm
THICK COVER PLATES OVER ANY
EXISTING DRILLED HOLES (TYP.)
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