75 ASPHALT CONCRETE PAVEMENT
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RETAIN EXISTING ASPHALT/GRAVEL
AND INSTALL MINIMUM OF

125mm OF BASE MATERIAL o
TO BUILD UP THESE AREAS FOR

| 75mm OF NEW ASPHALT.

(SEE PAVEMENT SECTION 4)
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REMOVE EXISTING ASPHALT AND

XI8T. GRAVEL PATH

REMOVE EXISTING ASPHALT AND
BASE MATERIALS. A MINIMUM OF
150mm BASE COURSE AND 250mm
OF SUBBASE MATERIAL IS TO BE
UTILIZED TO BUILD UP THIS AREA.

(SEE PAVEMENT SECTION 3)
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REMOVE EXISTING ASPHALT AND
BASE MATERIALS. A MINIMUM OF
150mm BASE COURSE AND

300mm OF SUBBASE MATERIAL
IS TO BE UTILIZED TO BUILD UP

(SEE PAVEMENT SECTION 2)
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REMOVE EXISTING ASPHALT AND
BASE MATERIALS. A MINIMUM OF
150mm BASE COURSE AND 375mm
OF SUBBASE MATERIAL IS TO BE
UTILIZED TO BUILD UP THIS AREA.

(SEE PAVEMENT SECTION 1)

———BASE COURSE (20mm AGG.) 150mm THICKNESS

——— SUBBASE (CLASS °C’) 375mm THICKNESS

NON—-WOVEN GEOTEXTILE
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NOTE:
BASE COURSE TO EXTEND MIN. 300 FROM EDGE OF ASPHALT OR BACK OF CONCRETE CURB.

ASPHALT PAVEMENT SECTION 1 PAVEMENT REMOVAL AREA
LESS THAN 200mm BETWEEN THE EX. AND PROPOSED ELEVATIONS

N.T.S.

— 75 ASPHALT CONCRETE PAVEMENT
BASE COURSE (20mm AGG.) 150mm THICKNESS

SUBBASE (CLASS ’'C') 300mm THICKNESS

— NON—-WOVEN GEOTEXTILE
GARBAGE LAYER OR EXISTING FILL TO REMAIN
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NOTE:
BASE COURSE TO EXTEND MIN. 300 FROM EDGE OF ASPHALT OR BACK OF CONCRETE CURB.

ASPHALT PAVEMENT SECTION 2 PAVEMENT REMOVAL AREA
LESS THAN 200mm BETWEEN THE EX. AND PROPOSED ELEVATIONS
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— 75 ASPHALT CONCRETE PAVEMENT
BASE COURSE (20mm AGG.) 150mm THICKNESS

SUBBASE (CLASS ’'C') 250mm THICKNESS

— NON—-WOVEN GEOTEXTILE
EXISTING FILL TO REMAIN
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NOTE:
BASE COURSE TO EXTEND MIN. 300 FROM EDGE OF ASPHALT OR BACK OF CONCRETE CURB.

ASPHALT PAVEMENT SECTION 3 PAVEMENT REMOVAL AREA
LESS THAN 200mm BETWEEN THE EX. AND PROPOSED ELEVATIONS

N.T.S.

— 75 ASPHALT CONCRETE PAVEMENT
BASE COURSE (20mm AGG.) MIN. 125mm DEPTH TO SUIT NEW GRADING

EXISTING ASPHALT TO REMAIN
— EXISTING BASE COURSE TO REMAIN
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NOTE:
BASE COURSE TO EXTEND MIN. 300 FROM EDGE

OF ASPHALT OR BACK OF CONCRETE CURB.

ASPHALT PAVEMENT SECTION 4 BUILT-UP PAVEMENT AREA
(WHERE THERE IS MIN. 200mm BETWEEN THE EXISTING AND PROPOSED ELEVATIONS)

N.T.S.

GENERAL CONSTRUCTION NOTES:

ALL PRODUCTS INCORPORATED IN THE WORK TO CONFORM TO THE CITY WINNIPEG "STANDARD CONSTRUCTION
SPECIFICATIONS” AND WERE REGISTERED IN THE CITY OF WINNIPEG LISTING OF APPROVED PRODUCTS OR AS
SPECIFIED ON THIS DRAWING. ALL CONSTRUCTION CONFORMED TO THE CITY OF WINNIPEG "STANDARD

CONSTRUCTION SPECIFICATIONS”, LATEST EDITION.

2. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE LOCATIONS OF ALL UTILITIES, PIPES, SURVEY
MARKERS, OR STRUCTURES, AND TO NOTIFY ALL RELEVANT UTILITIES PRIOR TO COMMENCEMENT OF
CONSTRUCTION. THE CONTRACTOR IS TO NOTIFY THE CONTRACT ADMINISTRATOR OF ANY ERROR OR OMISSION

PRIOR TO CONSTRUCTION.

BASE MATERIALS. A MINIMUM OF
150mm BASE COURSE AND 375mm
OF SUBBASE MATERIAL IS TO BE
UTILIZED TO BUILD UP THIS AREA. | REMOVE EXIST. CATCH BASIN AND
(SEE PAVEMENT SECTION 1) ° B APPROX 3m OF EX. LDS PIPE TO
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e 5. THE CONTRACTOR SHALL SCHEDULE AND STAGE CONSTRUCTION ACTIVITIES TO MEET THE FOLLOWING ACCESS
CURB. ‘REFER TO EXIST. HYDRO REQUIREMENTS:
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