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NESS BASELINE

ADJUST MTS MANHOLE
(BY MTS)

INSTALL DETECTABLE
WARNING SURFACE TILE

SD-229AB (TYP.)

MONOLITHIC CURB & SIDEWALK
SD-228B (TYP.)

CONSTRUCT BULL NOSE
SD-227C (TYP.)

EXIST. PROPERTY LINE
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ADJUST CATCH BASIN
RIM = 232.554

ADJUST CATCH PIT
RIM = 232.418

REMOVE CATCH BASIN

BARRIER CURB
SD-205 (TYP.)

CONCRETE MEDIAN SLAB
SD-227A (TYP.) 4 14

3TYPICAL MEDIAN
TREE ISOLATION

ISOLATIONS IN INDICATOR
STRIP ALIGNMENT (TYP.) 4 14

2

232.554
232.736

INSTALL CATCH BASIN
SD-024, AP-008, AP-009
RIM = 232.405
BTM = 230.165
N INV. = 229.565

REMOVE CATCH PIT

EXIST. CULVERT
N.W. INV. = 230.440

EXIST. CULVERT
S.E. INV. = 230.320

2.7 m OF 250mm CB LEAD
@ MIN 2%
CONNECT TO
EXIST. CULVERT

CONCRETE SIDEWALK
SD-228A (TYP.)

INSTALL CATCH PIT
SD-0243 AP-008, AP-009
RIM = 232.405

INSTALL CATCH BASIN
SD-024, AP-008, AP-009
RIM = 232.736
BTM = 230.496
N INV. = 231.096

MONOLITHIC CURB & SIDEWALK
SD-228B (TYP.)

0.
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7.30

1.50

REMOVE
CATCH BASIN

4.50
TYP.

0.55%-0.66%

1.36%

2.31%
-1.81%

-1.65%

-0.66% 0.55%

1.81%

2.31%
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EXIST. MED. GUTTER

EXIST. GUTTER

STA = 0+724.418
ELEV =  232.533STA = 0+700.000

ELEV =  232.400

STA = 0+733.700
ELEV =  232.659

STA = 0+754.749
ELEV =  233.146

STA = 0+600.590
ELEV =  233.960

STA = 0+685.563
ELEV =  232.496

STA = 0+647.500
ELEV =  233.185

STA = 0+700.000
ELEV =  232.573

STA = 0+724.418
ELEV =  232.708

STA = 0+733.700
ELEV =  232.876

STA = 0+754.749
ELEV =  233.362

STA = 0+600.590
ELEV =  234.130

STA = 0+685.563
ELEV =  232.668

STA = 0+647.500
ELEV =  233.356

PROP. MED. GUTTER

PROP. GUTTER
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-0.75%

15-1674

            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES USED FOR
EXCAVATION ON THIS PROJECT THE CONTRACTOR:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

CONSTRUCTION NOTES:

1. ALL DIMENSIONS ARE TO BACK OF CURB.

2. ISOLATE MISCELLANEOUS ITEMS IN NEW
CONCRETE WORKS AS PER SD-228C OR DETAIL 2
IF ALIGNED WITH PAVING BAND.

3. LEGAL PLAN AND UNDERGROUND INFORMATION
FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
VERIFY ALL UNDERGROUNDS IN THE FIELD.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
TO AVOID DAMAGE FROM CONSTRUCTION
ACTIVITIES TO TREES WITHIN THE LIMITS OF
CONSTRUCTION.

5. LOCATION OF EXISTING SERVICES TO BE
CONFIRMED IN THE FIELD BY THE CONTRACTOR.

6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS
DIRECTED BY CONTRACT ADMINISTRATOR.

7. LIMITS OF SIDEWALK RENEWAL TO BE FINALIZED
IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

8. LIMITS OF BOULEVARD GRADING TO BE FINALIZED
IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

9.    MONOLITHIC CURB AND SIDEWALK SP-228B
REVEAL HEIGHT IS 150 mm UNLESS OTHERWISE
DIRECTED BY THE CONTRACT ADMINISTRATOR.

10.   SEE SHEET 14 FOR TYPICAL CROSS SECTIONS
AND DETAILS.

11.   PLANE EXISTING ASPHALT OVERLAY WITHIN
LIMITS OF CONSTRUCTION TO DEPTH INDICATED
BY THE CONTRACT ADMINISTRATOR.

12.   ADJUST ALL WATER VALVES, MANHOLES, AND
DRAINAGE INLETS WITHIN LIMITS OF
CONSTRUCTION.
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