GRIND UPPER EDGES OF METAL

PROJECT ADDRESS:

PAN AM POOL

25 POSEIDON BAY, WINNIPEG, MANITOBA

2

/"‘-\
Winnipeg

g
™

MANAGEMENT GROUIPF INC

Official Distribitor of Swiss Timing

59 SWISS TIMING

RECTEC
MANAGEMENT
GROUP INC.

185 Annette Street,
Toronto, ON M6P 1P7

THIS DRAWING IS NOT TO BE SCALED.

REFER TO APPROPRIATE SURVEY, STRUCTURAL, MECHANICAL,
ELECTRICAL, LANDSCAPE, ETC., CONTRACT ADMINISTRATOR
DRAWINGS BEFORE PROCEEDING WITH THE WORK.

CONSTRUCTION MUST CONFORM TO ALL APPLICABLE CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.

THE CONTRACTOR WORKING FROM DRAWINGS NOT SPECIFICALLY
MARKED "FOR CONSTRUCTION" MUST ASSUME FULL
RESPONSIBILITY AND BEAR COSTS FOR ANY CORRECTIONS OR
DAMAGES RESULTING FROM HIS/HER WORK.

THIS DRAWING, AS AN INSTRUMENT OF SERVICE, IS PROVIDED BY
AND IS THE PROPERTY OF THE CITY OF WINNIPEG.

THE CONTRACTOR SHALL VERIFY AND ACCEPT RESPONSIBILITY
FOR ALL DIMENSIONS AND CONDITIONS ON SITE AND SHALL
NOTIFY THE APPROPRIATE CONTRACT ADMINISTRATOR OF ANY
VARIATIONS FROM THE SUPPLIED INFORMATION.
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