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DETAIL NOTES

STEEL YOKE PIPE ROLL HANGER

CLEVIS HANGER

SIDE VIEW SECTION A-A

SIDE VIEW SECTION B-B

PIPE

PHENOLIC  INSULATION

PIPE

CONCRETE WALL

FACE OF WALL

GLOBE OR BALL

VALVE

FEMALE NPT ADAPTOR

CAP FOR ADAPTOR

WITH CHAIN

FINISHED FLOOR
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NTS

INTERIOR PIPE SLEEVE
NTSNTS

WALL PIPE PENETRATION SEAL

1.

2.

3.

NTS

HOSE RACK-WALL MOUNT
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TYPICAL PIPE HANGER

   

NTS

TYPICAL PIPE INSULATION DETAIL (BRACKET)

13 BOLT HOLES
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HOSE

WALL

6mm ALUMINUM

TYP.

250

ELEVATION

SIDE VIEW

SPECIFIED
PIPE INSULATION  AS 

HANGER ASSEMBLY
ROD AND PIPE ROLL

INSULATION
PHENOLIC  

WITH MASTIC COMPOUND
SEAL JOINTS BETWEEN 2 TYPES OF INSULATION 

NON-COMPRESSIBLE INSULATION

ASSEMBLY
HANGER 
CLEVIS  
ROD AND 

SPECIFIED
PIPE INSULATION  AS 

INSULATION
PHENOLIC  

REQUIRING A ROLLER HANGER
AND HANGER FOR ALL PIPE 50 MM DIA AND ABOVE AND NOT 
200 mm LONG GALVANIZED STEEL SHIELD BETWEEN THE INSULATION 

MASTIC COMPOUND
TYPES OF INSULATION WITH 
SEAL JOINTS BETWEEN 2 

INSULATION
NON-COMPRESSIBLE 

THROUGH HANGER
TO BE CONTINUOS 
INSULATION COVERING 

(TYP)
BRACKET 
STEEL 
WELDED 
MOUNTED 
WALL 

HANGER
REQUIRING A ROLLER 
ABOVE AND NOT 
50 MM  DIA AND 
HANGER FOR ALL PIPE 
INSULATION AND 
SHIELD BETWEEN THE 
GALVANIZED STEEL  
200 MM LONG 

SPECIFIED
PIPE INSULATION AS 

SECTION A-A

2210-720

2210-103 2210-104

2210-4502210-300

2205-701

2210-720

INTERIOR HOSE VALVE

STANDARD DETAILS (1)

PLUMBING

WATER

SERVICE 

PLANT

    25MM PIPE REQUIRES 75MM SLEEVE SIZES NOMINAL.
    SERVICE PIPE, EXAMPLE: 
6.   STEEL PIPE SLEEVE, 50MM LARGER THAN 

5.   CENTER PIPE THRU SLEEVE

4.   PACKED MINERAL FIREPROOFING & SAFING

3.   CMU WALL

2.   SERVICE PIPE

1.   ESCUTCHEONS, TYPICAL

SST BOLTS AND NUTS, AS SPECIFIED
MODULAR MECHANICAL SEAL ASSEMBLY WITH

PASSING PIPE

PIPE SLEEVE

HANGER
REQUIRING A ROLLER 
AND ABOVE AND NOT 
FOR ALL PIPE 50 MM DIA 
INSULATION AND HANGER 
STEEL SHIELD BETWEEN THE 
200 MM LONG GALVANIZED 

THROUGH HANGER
BE CONTINUOUS 
VAPOR BARRIER TO 

COUPLER HOSE SHANK

COMPLETE WITH

HOSE TO BE

SEE DETAIL

HOSE RACK

WALL MOUNTED

BOLTED TO WALL

HOSE RACK TO BE

BOLTS

SST ANCHOR

EXPANSION ANCHORS

MEDIUM DUTY

DRILLED IN

(TYP)

25 RAD

FOR VALVE AND PIPING SIZES

REFER TO CONTRACT DRAWINGS

HOSE DOWN STATION

PROVIDE HOSE RACK             FOR EACH

ISSUED FOR TENDER - B.O. 899-2015
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