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NOTE 2 REGARDING ANCHOR SELECTION

MIN 150mm EMBEDMENT, SEE 

W/ 2-25mm SST ANCHORS

125(W)x625(L)x10mm THICK PLATE

DETAIL

PLAN

500 MAX SP OF PLATES

250 MAX FROM WALL
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TYP
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FOR REINF SIZE AND
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SGAD-R0037

COMPLETION.

ANCHOR IS USED, REMOVE BOLT AND PATCH HOLE. MAKE SURFACE SMOOTH UPON

USED, BOLTS SHALL BE CUT DOWN FLUSH WITH CONCRETE SURFACE. IF MECHANICAL

ANCHORS OR HLTI KWIK BOLT 3 MECHANICAL ANCHORS. IF ADHESIVE ANCHORS ARE 

STAINLESS STEEL ANCHORS TO BE USED SHALL EITHER BE HILTI HY200 ADHESIVE2.

AND/OR BACKFILLING OF TANK TO REQUIRED LEVELS FOR OPERATION.

SUCCESSFUL COMPLETION OF LEAKAGE TESTING REMAIN IN PLACE UNTIL

ELEVATION OF 230.500 PRIOR TO BACKFILLING EXTERIOR WALLS. PLATES MUST 

TANKS. WITH PLATES INSTALLED, TANKS MAY BE FILLED WITH WATER TO AN 

INDICATED ON PLAN TO PERFORM SPECIFIED LEAKAGE TESTING OF BIOREACTOR

GENERAL CONTRACTOR TO INSTALL PLATES AS SHOWN IN DETAIL AND AS 1.
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