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TYPICAL COLUMN SURVEY

ACCESS POINTS

1:10

400

LIGHTLY PACK WITH

REMOVABLE INSULATION

NOTE:

1. SURVEY ACCESS POINTS SHALL BE LOCATED AT OR NEAR

EACH COLUMN LOCATION.

2. ALL SURVEY ACCESS CONDUITS SHALL BE WATERTIGHT

AND THE TOP SHALL BE REMOVABLE TO ALLOW ACCESS TO

SURVEY THE TOP OF THE ROOF STRUCTURE.

3. SURVEY ACCESS POINTS SHALL NOT BE LOCATED AT A

PANEL SEAM OR AT THE PANEL SUPPORTS.

4. ALL ROOF PANEL SEAMS SHALL BE CONTINUOUS.

5. CONTRACTOR SHALL NOT DAMAGE THE EPDM BONDED

MEMBRANE WHEN INSTALLING THE SURVEY ACCESS POINTS.

REMOVABLE WATERTIGHT CAP

100 Ø PVC PIPE

CAULK ALL AROUND

1
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0

1
5
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WATERPROOF SEAL

C  SURVEY ACCESS

PIPE

L

EPDM BONDED MEMBRANE

PROVIDE SPRAYED-IN POLYURETHANE FOAM

TO FILL VOIDS BETWEEN PCV PIPE AND PANEL

RE-USE SALVAGED GRID

LOCATION MARKER AND

EPOXY TO ROOF
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VALVE BOX DETAIL

1:10

24 Ga. P.F. METAL

FLASHING (TYP.)

NEW 100 INSULATED

METAL PANEL

CAULK (TYP. AROUND OPENING)

COMPRESSION MINERAL

FIBRE INSULATION (TYP.)

CAULK (TYP. ALL AROUND)

EPDM BONDED

MEMBRANE

EXISTING VALVE BOX
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1:5

HSS STEEL

SLEEPERS. SEE

DETAILS THIS SHEET

(GALV.)

16 Ø HILTI S.S. EXPANSION ANCHOR

AT EXTERIOR WALLS, RIDGE AND

EXPANSION JOINTS. TOP OF BOLT

FLUSH WITH HSS (TYP.)

FOAM VOID

(TYP.)

C  OF BOLT

L

EQUALEQUAL

USE SHIM PLATES IF

REQUIRED. SEE

DETAIL THIS SHEET

(GALV.)
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1:5

HSS STEEL

SLEEPERS SEE

DETAILS THIS SHEET

(GALV.)

38 Ø x 200 DEEP

CORED HOLE

(TYP.)

FOAM VOID

(TYP.)

C  OF BOLT

L

19 Ø THREADED S.S. ROD FULL

DEPTH WITH NUT AND LOCK

WASHER.  LOCATED AT

HOLLOWCORE GROUT KEYS.

CUT FLUSH WITH HSS (TYP.)

USE SHIM PLATES IF

REQUIRED. SEE

DETAIL THIS SHEET

(GALV.)

SLOTTED HOLE

SEE DETAIL 6

THIS SHEET

50 x 75 OPENING AT

BOTTOM OF HSS

C  OF BOLT

L
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TYPICAL HSS SLEEPER CONNECTION

1:4

PLAN

ELEVATION SECTION

C  OF BOLT

L

75 75

65 x 140 x 13

THICK PLATE

(GALV.)

HSS 102 x 51 x 4.8

CONTINUOUS GALV.

(TYP.)

EQ EQ

2
5

2
5

75 50

OPENING AT

TOP OF HSS

65 x 140 x 13

THICK PLATE

(GALV.)

HSS 102 x 51 x 4.8

CONTINUOUS GALV.

(TYP.)

75 75 89
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TYPICAL SLOTTED HOLE

1:2

40

3
0
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TYPICAL SHIM PLATES (AS REQ'D)

1:4

C  OF BOLT

L

100 x 150 x (6-20)

THICK SHIM

PLATE (GALV.)

EQEQ

25 Ø BOLT HOLE
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TYPICAL ANCHOR

CONNECTION SPACING

1:25

EXISTING HOLLOWCORE

GROUT KEY BELOW (TYP.)

LINE OF INSULATED METAL

PANEL ABOVE (TYP.)

2134

OR

2 x INSULATED ROOF PANNEL WIDTH

2134

OR

2 x INSULATED ROOF PANNEL WIDTH
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C

OF

ANCHOR

CONNECTION

L
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HSS STEEL

SLEEPER (TYP.)

C

OF

ANCHOR

CONNECTION

L

C

OF

ANCHOR

CONNECTION

L

No. 1789

Certificate  of  Authorization

Date:

ENGINEER'S SEAL

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

N/A

2015-11-20

NOTES:

1. ANCHOR CONNECTIONS FOR

STEEL SLEEPERS' SHALL BE

SPACED AT A MAXIMUM DISTANCE

OF 2134 mm OR TWO TIMES THE

ROOF PANEL WIDTH WHICH EVER

IS LESS.

2. MAXIMUM SLEEPER LENGTH SHALL

BE 6096 mm AND SHALL

TERMINATE AT AN ANCHOR

CONNECTION LOCATION.  ALLOW A

3 mm GAP AT THE ENDS OF

ADJACENT SLEEPERS.


