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NEW WALL ENVELOPE

EXISTING GALVANIZED

FLASHING, PROTECTION BOARD,

MOISTURE BARRIER, AND 75

INSULATION TO REMAIN

COMPACTED GRANULAR FILL

(FROM CRANE PADS) OVER

NON-WOVEN GEOTEXTILE FABRIC

SEE PLAN FOR LIMITS

No. 1789

Certificate  of  Authorization

Date:

ENGINEER'S SEAL

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

N/A

2015-08-31

LIMITS OF CRANE PAD AREAS AND MISCELLANEOUS SITE WORK
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CRANE PAD MINIMUM REQUIREMENT NOTES:

1. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR THE ADEQUACY OF

ALL TEMPORARY CRANE PADS.  LOCATIONS OF CRANE PADS SHALL BE

SUBMITTED TO THE CONTRACT ADMINISTRATOR FOR APPROVAL.

2. ALL CRANE PADS SHALL BE A MINIMUM OF 5 m CLEAR FROM EXISTING OUTSIDE

FACE OF CONCRETE RESERVOIR FOUNDATION WALL TO THE INSIDE FACE OF

THE TIMBER CRANE MAT.

3. ALL CRANE PADS SHALL UTILIZE A MINIMUM THICKNESS OF 600 mm OF 150 mm

DOWN CLEAN CRUSHED LIMESTONE OVER A NON-WOVEN GEOTEXTILE FABRIC.

TOP LAYER OF ROCKFILL SHALL BE 50 mm DOWN CRUSHED LIMESTONE.

4. MINIMUM SIZE OF FIR TIMBER CRANE MAT SHALL BE 300 mm DEEP AND

MECHANICALLY SECURED TO PREVENT ROLLING OR DISLODGEMENT.

5. CRANE PAD GRANULAR MATERIAL SHALL BE SPREAD, GRADED AND

COMPACTED ON NON-WOVEN GEOTEXTILE FABRIC TO A 300 mm THICKNESS IN

THE AREAS INDICATED ON THE DRAWINGS.


