
FOOTING AND MAIN FLOOR REPAIR PLAN AREA "D"
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EXPANSION JOINT TO BE REPLACED.

SEE SHEET 15 FOR TYPICAL

REPLACEMENT SECTIONS AND DETAILS
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KEY PLAN

No. 1789

Certificate  of  Authorization

Date:

ENGINEER'S SEAL

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

N/A

2015-11-20

(FOR STAGE 2, AREA D)

CONCRETE REPAIR LEGEND

- PILE CAP REPAIR  =  3.0 m

2

- SLAB REPLACEMENT AND EPOXY

GEL INJECTIONS  =  0 m²

NOTES:

1. ALL SLAB GRID REMOVAL IS LOCATED AT EXISTING CONCRETE SLAB

JOINT LINES.

2. EXISTING CATCH BASINS SHALL BE PROTECTED FROM ALL

CONTAMINANTS AND DEBRIS ACCUMULATING AND ENTERING INTO

THE RESERVOIR DRAINAGE SYSTEM.  REFER TO SHEET 2 FOR THE

PROTECTION MEASURES FOR RESERVOIR INFRASTRUCTURE AND

OPERATION.

3. EXISTING SUCTION PITS, SUPPLY/SUCTION PIT, 1200 Ø PIPE

INTERCONNECTIONS AND INFLOW PIPES SHALL BE PROTECTED

FROM ALL CONTAMINANTS AND DEBRIS ENTERING INTO THE

RESERVOIR DRAINAGE SYSTEM.   REFER TO SHEET 2 FOR THE

PROTECTION MEASURES FOR RESERVOIR INFRASTRUCTURE AND

OPERATION.


