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INTERIOR WALL AND FOOTING

EXPANSION JOINT REPAIR
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TYPICAL EXTERIOR

WALL (8 THUS)
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19
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REMOVE EXISTING JOINT SEAL AND RIGID

INSULATION. REPLACE WITH NEW EXPANSION

JOINT.  REFER TO DETAIL 3 (TYP.)

REMOVE EXISTING JOINT

SEAL AND JOINT SEALANT.

REPLACE WITH NEW

EXPANSION JOINT.  REFER TO

DETAIL 3 (TYP.)

T.O. PILE CAP

ELEV. 229.25 ±

T.O. WALL

ELEV.  VARIES

(236.16 ± GRID LINE N & A)

(236.16 ± TO 237.36 ± GRID LINE 1 & 19)

T.O. HOLLOWCORE SEAT

ELEV.  VARIES

(235.86 ± GRID LINE N & A)

(238.86 ± TO 237.06 ± GRID LINE 1 & 19)
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REMOVE EXISTING 150 CONCRETE SLAB AND

FILL TO ACCESS FULL DEPTH OF EXISTING JOINT.

REPLACE FLOOR SLAB.  REFER TO SHEET 14 FOR

SLAB REPLACEMENT DETAILS (TYP.)

770 ±

SUBSURFACE GEL INJECTION

MAYBE REQUIRED AS

DIRECTED BY THE CONTRACT

ADMINISTRATOR
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TYPICAL INTERIOR

WALL

1:25

REMOVE EXISTING JOINT SEAL AND RIGID

INSULATION. REPLACE WITH NEW EXPANSION

JOINT.  REFER TO DETAIL 3 (TYP.)

REMOVE EXISTING JOINT SEAL AND JOINT

SEALANT.  REPLACE WITH NEW EXPANSION

JOINT.  REFER TO DETAIL 3 (TYP. E.F.)

T.O. WALL

ELEV.  VARIES

(235.70 ± TO 237.06 ±)

T.O. PILE CAP

ELEV. 229.25 ±
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REMOVE EXISTING 150 CONCRETE SLAB AND

STABILIZED CONCRETE FILL TO ACCESS FULL DEPTH

OF EXISTING JOINT.  REPLACE FLOOR SLAB.  REFER

TO SHEET 14 FOR SLAB REPLACEMENT DETAILS (TYP.)

2140 ±2140 ±

EXPANSION

JOINT

INTERIOR CELL

NSF 61 APPROVED

EXPANSION JOINT SYSTEM
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TYPICAL EXPANSION

JOINT REPLACEMENT
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EXISTING

REINFORCING

6 mm CONTINUOUS NSF 61

APPROVED NATURAL RUBBER

40 Ø FOAM BACKER ROD

POLYETHYLENE JOINT FILLER

(15 mm)

 6 mm CONTINUOUS S.S. CLAMP PLATE

(S.S. CLAMP PLATE NOT CONTINUOUS

AT CORNERS)  C/W 12 Ø S.S.

EXPANSION ANCHOR @ 300 O.C.
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STAINLESS STEEL

CLAMP PLATE

1:2
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6 mm THICK STAINLESS STEEL

CLAMP PLATE

C/W 15 Ø HOLE @ 300 O.C.

FOR EXPANSION ANCHOR

EXPANSION JOINT REPAIR NOTES:

1. THE EXISTING DETAILS AND DIMENSIONS SHOWN ON ALL

DRAWINGS ARE TAKEN FROM ORIGINAL CONTRACT DOCUMENTS

AT TIME OF CONSTRUCTION. ACTUAL CONDITIONS MAY VARY.

CONTRACTOR SHALL VERIFY EXISTING CONDITIONS BEFORE

COMMENCING WITH THE WORK.

No. 1789

Certificate  of  Authorization

Date:

ENGINEER'S SEAL
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