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T.O. FOOTING

ELEV. 229.25 ±

TOP OF CONCRETE

ELEV. 234.19 ±

TOP OF CONCRETE

ELEV. 235.00 ±

EXISTING OVERFLOW WEIR

T.O. PLATFORM C

ELEV. 231.27 ±

T.O. PLATFORM B

ELEV. 233.46 ±

T.O. PLATFORM A

ELEV. 233.46 ±

T.O. PLATFORM B

ELEV. 233.46 ±

H
/
2

H
/
2

H
/
2

H
/
2

T.O. CONC.

ELEV. 232.53 ±

L76 x 76 x 6 S.S.

C/W M18 A325 S.S.

BOLTS  (TYP. VERT.)

L76 x 76 x 6 S.S.

C/W M18 A325 S.S.

BOLTS  (TYP. HORIZ.)

L51 x 51 x 5 S.S.

(TYP. CROSS

BRACING)

68° LAPEYRE STAIR

56° LAPEYRE STAIR

56° LAPEYRE STAIR

175 x 175 x 12 S.S. PLATE ON 25 GROUT PAD

C/W 2 - 12 Ø CONCRETE  S.S. BOLTS  SEE SHEET

18 FOR TYPICAL DETAIL (TYP. ALL 4 CORNERS)

400 x 400 EXISTING

CONCRETE COLUMN

T.O. PLATFORM C

ELEV. 233.46 ±

T.O. FOOTING

ELEV. 229.25 ±

T.O. SLAB

ELEV. VARIES

U/S OF OPENING

ELEV. 235.15 ±

T.O. CONC. SLAB

ELEV. 236.30 ±

H
/
2

H
/
2

TOP OF CONC.

ELEV. 235.00 ±

L76 x 76 x 6 S.S.

C/W 18M A325 S.S.

BOLTS  (TYP. VERT.)

L76 x 76 x 6 S.S.

C/W 18M A325 S.S.

BOLTS  (TYP. HORIZ.)

L51 x 51 x 5 S.S.

(TYP. CROSS BRACING)

L76 x 76 x 6 S.S.

C/W 18M A325 S.S.

BOLTS  (TYP. VERT.)

L76 x 76 x 6 S.S.

C/W 18M A325 S.S.

BOLTS  (TYP. HORIZ.)

L51 x 51 x 5 S.S.

(TYP. CROSS BRACING)

CONCRETE WEIR

BEYOND

2

16

1:20

L76 x 76 x 6 S.S. EXTEND

TO CONCRETE DIVIDER

WALL SEE SHEET 18 FOR

CLIP ANGLE CONNECTION

DETAIL  (TYP. 2 THUS)

56° LAPEYRE STAIRS

68° LAPEYRE STAIR

H
/
3

H
/
3

T.O. PLATFORM B

ELEV. 233.46 ±

H
/
3

175 x 175 x 12 S.S. PLATE ON 25 GROUT PAD

C/W 2 - 12 Ø CONCRETE  S.S. BOLTS  SEE SHEET

18 FOR TYPICAL DETAIL (TYP. ALL 4 CORNERS)

CONTRACTOR TO SUPPLY

PRE-FABRICATED S.S.

STAIRS, CONNECTION AT TOP

FOOTING TO BE HINGED

1000

No. 1789

Certificate  of  Authorization

Date:

ENGINEER'S SEAL

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

N/A

2015-11-20

NOTES:

1. ALL CORNER AND T JOINTS TO BE 100% BUTT WELDS (TYPICAL

UNLESS NOTED OTHERWISE)

2. ALL SPACERS TO BE 8 mm THICK S.S.

3. ALL MISCELLANEOUS METAL TO BE STAINLESS STEEL GRADE

316L UNLESS NOTED OTHERWISE.

4. ALL CONNECTIONS TO BE 16M A325 STAINLESS STEEL BOLTS

WITH WASHERS E.F. UNLESS NOTED OTHERWISE.


