
SCALE

X

CURB RAMP W/ TACTILE WARNING TILE

: NTSLX.X

SCALE

X

INDICATOR STRIP (TYP.)

: 1:10LX.X

SCALE

3

GRANITE PAVERS IN CONC. BLOCKOUT - ROADWAY

: 1:10L4.1

CONSTRUCT RAMP MONOLITHIC W/SIDEWALK

RAMP TO THE FULL LENGTH OF THE CURB

RAMP

TOP OF TRUNCATED DOMES FLUSH W/

SURFACE OF ADJACENT CONC. RAMP

FULL DEPTH

SAW CUT

ROADWAY PAVEMENT

SEE CIVIL

LINE OF CURB &

SIDEWALK BEYOND

9R

5R

BACK OF CURB

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

600 x 1200 TACTILE WARNING TILE

CAST IN PLACE TO CW SDE-229E

& SDE-229AA COLOUR: YELLOW

PARALLEL TEXTURED BROOM

FINISH ON RAMP SURFACE

BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)

3 COURSE RUNNING BOND

194  x 93 x 57mm DARK IRONSPOT

ENDICOTT BRICK PAVER

ON 16 BEDDING SAND

280 x 73 BLOCKOUT

CIP CONC. SIDEWALK

BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)

SURFACE VARIES

CIP CONC. SIDEWALK

 OR ROADWAY PAVEMENT

SEE CIVIL

200 x 100 x 60 GRANITE PAVERS

16 BEDDING SAND
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TYP. DECIDUOUS TREE PLANTING DETAIL 

SCALE

X

TYP. CONIFEROUS TREE PLANTING DETAIL

: NTSLX

SCALE

X

TYP. PERENNIAL / VINE PLANTING

: NTSLX

SCALE

7

TYP. SHRUB PLANTING DETAIL

: NTSL4.1

76 DIA x 2440 WOOD STAKES

WATERING SAUCER

100 DEPTH

75 DEPTH WOOD MULCH

PLANTING MEDIUM

FINISH GRADE

REMOVE BURLAP FROM TOP 1/3 OF

ROOTBALL

SCARIFY BOTTOM & SIDES OF TREE

WELL TO 150 DEPTH

COMPACTED SUBGRADE

300 METAL TREE ANCHOR

REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL

PLANTING MEDIUM

SCARIFY SIDES AND BOTTOM

TO 150 DEPTH

SPADE EDGE TO DIAMETER OF

BRANCHES OR 1.0 MIN.

75 DEPTH WOOD MULCH

WATERING SAUCER 100 DEPTH

SECTION

PLAN

SECTION

ROOT BALL

ENSURE ANY DAMAGED

STEMS ARE PRUNED OFF

PRIOR TO PLANTING

VINE PLANTING HOLE MIN. 450mmØ

COMPACTED SAND RICH TOPSOIL

75mm WOODCHIP

MULCH THROUGHOUT TYP

SCARIFY MIN 150mm

COMPACTED SUBGRADE

EXISTING GRADE

GUY WIRE 9 GAUGE FLEXIBLE

NON-CORROSIVE STRAND WIRE

COMPACTED SUBGRADE

SCARIFY BOTTOM OF SHRUB

BED TO 150 DEPTH

ROOTBALL

PLANTING MEDIUM

75 DEPTH WOOD MULCH

OVER PLANTING MEDIUM

TREE PROTECTION 13 DIA

GARDEN HOSE OVER GUY WIRE

TREE ANCHOR

GUY WIRE

FLAGGING TAPE ON ALL 3 GUY

WIRES

WIDTH OF

ROOTBALL ±

450
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STEEL SCREEN FENCE

: 1:20L3.1
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CONTRACTOR TO PROVIDE METHOD OF

FASTENING LASER-CUT PANELS TO STEAL

I-BEAMS / POST FOR APPROVAL PRIOR TO

FABRICATION

12mm LASER-CUT STEEL PANEL

FLAT BLACK COLOUR

150 X 150 SQUARE CORNER POST

FLAT BLACK COLOUR

W150 X 22 STEEL I-BEAM

FLAT BLACK COLOUR

FIELD VERIFY LENGHT - TYP.

18 20mm WIDE LASER-CUT

SLOTS PER PANEL
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10 THK. CAP PAINTED

FLAT BLACK COLOUR

HOLLAND ECO PERMEABLE

PAVER 210 x 105 x 80mm

PATTERN: HERRINGBONE;

COLOUR: CHARCOAL

BEDDING COURSE: TYPE NO. 8 AGGREGATE

OPEN-GRADED BASE: NO. 57 STONE

SUBBASE: NO. 2 STONE

SOIL SUBGRADE

NON-WOVEN GEOTEXTILE ON SIDE & TOP

OF SUBBASE PER CW3120
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SCALE

3

PERMEABLE UNIT PAVERS

1:10L4.1

NOTES:

1. PERMEABLE PAVERS SUPPLIED BY BARKMAN.

2. NO 8 AGGREGATE, NO. 75 STONE & NO. 2 STONE SIEVE SIZE (PERCENTAGE

PASSING) DOCUMENTATION TO BE SUPPLIED BY BARKMAN. STRICT

ADHERANCE TO THE SIEVE SIZE SHALL BE REQUIRED TO ENSURE THAT

WATER WILL PASS THRU THE GRANULAR TO THE SUB-SOIL BELOW.

1438mm MIN. DEPTH POST HOLE

BACKFILL W/COMPACTED

GRANULAR

250 MAX
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NOTES:

1. CONTRACTOR TO FIELD MEASURE AS-BUILT CONDITIONS PRIOR TO FABRICATION.

2. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR APPROVAL. SEE SPECS.

3. ALL METAL TO PAINTED FLAT BLACK COLOUR. SEE SPECS.

STREETSIDE

PARKING LOT SIDE
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SCALE

x

LIGHT STANDARD FOUNDATION

1:15Lx.x

SECTION B-B

229

556

LIGHT STANDARD - SEE

ELECTRICAL

229 x 229 x 19mm THK.

BASE PLATE C/W 19 DIA x

600 ANCHOR BOLTS

CONFIRM BASE PLATE

AND BOLT SIZE W/CITY

BOLT PATTERN TO BE

PROVIDED BY CITY

SEE ELECTRICAL

PLAN

B B

556

3
0

0
0

CIP CONC. SIDEWALK

OR SHRUB BED

10M @ 300 C/C

R/W 6-15M VERT. BARS

556 DIA PIER @ 3000 DEEP

PVC CONDUIT SIZED

TO SUIT

2
5

SCALE

X

GRANITE BOLLARD FROM STOCKPILE

1:15LX.X

RECESS CONCRETE

TO RECEIVE BOLTS

STOCKPILED GRANITE BOLLARD

C/W STEEL PLATE AND BOLTS

12mm DIA. x 100mm STAINLESS

STEEL  ANCHOR BOLTS

UNIT PAVERS IN CONC. BLOCKOUT -

ROADWAY

STOCKPILED GRANITE BOLLARD

C/W STEEL PLATE AND BOLTS

ALIGN W/EXISTING BOLLARDS IN

PLAN

SECTION A-A

A A
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SCALE

X

UNIT PAVERS IN CONC. BLOCKOUT

1:10LX.X

BROADWAY PAVER 300 x 300 x 100mm

RUNNING BOND PATTERN

ON 13mm BEDDING SAND &

113mm DEPTH BLOCKOUT

ROADWAY PAVEMENT - SEE CIVIL

30 DEPTH PORTLAND CEMENT

MORTAR BED & BETWEEN PAVERS

  UNIT PAVER IN CONC. BLOCKOUT

- ROADWAY

400 x 150 x 60 GRANITE HEADER

- BOTH SIDES

200 x 100 x 60 GRANITE PAVERS

16 BEDDING SAND

9
0

SCALE

BENCH - SURFACE MOUNTED

1:15LX.X

VISTOR STANLEY MODEL

C-140 BENCH - SEE SPECS.

4- 6mm DIA. x 200mm STAINLESS

STEEL ANCHOR BOLTS

UNIT PAVERS IN CONC.

BLOCKOUT - ROADWAY

120

DUAL STREAM WASTE

RECEPTACLE - SEE SPECS.

4- 6mm DIA. x 200mm STAINLESS

STEEL ANCHOR BOLTS

UNIT PAVERS IN CONC.

BLOCKOUT - ROADWAY

120

SCALE

X

WASTE RECEPTACLE - SURFACE MOUNTED

1:15LX.X

ELEVATION
ELEVATION

ROADWAY

BROADWAY PAVER 300 x 151 x 100mm OR

BROADWAY 318 PAVER 451 x 75 x 100mm

RUNNING BOND PATTERN

ON 13mm BEDDING SAND &

113mm DEPTH BLOCKOUT

ROADWAY PAVEMENT - SEE CIVIL

1
1

3

SCALE

X

LIMESTONE BLOCK

1:15LX.X

1000 x 500 x 550mm LIMESTONE BLOCK SCABBED

FINISH TOP FRONT, BACK & ENDS SAWN SURFACE

FINISH BOTTOM, ON LAYER OF SAND

UNIT PAVERS IN CONC. BLOCKOUT -

ROADWAY

150

 PAVING STONE

4
5

0

500

1
0
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1000 x 500 x 550mm LIMESTONE BLOCK SCABBED

FINISH TOP FRONT, BACK & ENDS SAWN SURFACE

FINISH BOTTOM, ON LAYER OF SAND

UNIT PAVERS IN CONC. BLOCKOUT - ROADWAY

PLANTING BED
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105

CIP CONC. CURB - SEE CIVIL

SCALE

X

GRANITE PAVERS IN CONC. BLOCKOUT - ROADWAY

: 1:10LX.X

1200

ROADWAY PAVEMENT -

SEE CIVIL

SCALE

6

LILY WEST SIDEWALK SECTION

: 1:25L3.2

SCALE

5

LILY WEST SIDEWALK SECTION

: 1:25L3.2

SCALE

1

LILY WEST SIDEWALK SECTION

: 1:25L3.2 SCALE

4

LILY WEST SIDEWALK SECTION

: 1:25L3.2

SCALE

2

LILY WEST SIDEWALK SECTION

: 1:25L3.2

SCALE

3

LILY WEST SIDEWALK SECTION

: 1:25L3.2
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SEE CIVIL
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CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK IRONSPOT ENDICOTT BRICK

PAVER SEE DTL 4/L7.2

INDICATOR STRIP - DARK IRONSPOT ENDICOTT BRICK

PAVER SEE DTL 4/L7.2

MULTIPLE COURSE RUNNING BOND 194 x 93 x 57mm

MEDIUM IRONSPOT #46 ENDICOTT BRICK PAVER ON

STEEL PLATE, MORTAR BED OR BEDDING SAND &

BLOCKOUT SEE DTL. 3/L7.2

TREE COVER: 2 PIECE 3/8" GALVANIZED STEEL PLATE TO

SUPPORT PAVERS. PLATES TO REST ON SIDE LIP OF

THICKENED EDGE SEE DTL. 1/L5.2

BLACK GRANITE MULCH

THICKENED EDGE TO ACCOMMODATE STEEL

PLATE OR SIDEWALK PANEL

SET PAVERS IN 187 WIDE MORTAR BED AROUND

TREE COVERS TO LOCK-IN TREE COVER PAVERS

GRANULAR DRAINAGE MATERIAL

PLANTING MEDIUM

GEOTEXTILE PER CW3120

150 DIA PERF DRAINAGE PIPE SLOPE BOTTOM OF

EXCAVATION TO PIPE CONNECT END OF PIPE TO CB

LINE

1220  x 1120 x 150

PRECAST CONC

SIDEWALK PANEL

TYPE B SEE DTL.

8/L7.2

CURB & GUTTER - SEE CIVIL

MULTIPLE COURSE RUNNING BOND 151 x 300 x 100

HEAVY DUTY COPPER CANYON BROADWAY PAVER ON

BEDDING SAND & BLOCKOUT SEE DTL. 2/L7.2

2 COURSES RUNNING BOND 151 x 300 x 100 HEAVY

DUTY CHARCOAL BROADWAY PAVER ON BEDDING

SAND & BLOCKOUT SEE DTL. 5/L7.2

ROADWAY PAVEMENT - SEE CIVIL

2 COURSES RUNNING BOND 151 x 300 x 100 HEAVY

DUTY MAHOGANY BROADWAY PAVER ONBEDDING

SAND & BLOCKOUT SEE DTL. 5/L7.2

CURB & GUTTER - SEE CIVIL

MULTIPLE COURSE RUNNING BOND 194 x 93 x 57mm

MEDIUM IRONSPOT #46 ENDICOTT BRICK PAVER ON

BEDDING SAND & BLOCKOUT SEE DTL. 3/L7.2

INDICATOR STRIP - DARK IRONSPOT ENDICOTT

BRICK PAVER SEE DTL 4/L7.2

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK IRONSPOT ENDICOTT

BRICK PAVER SEE DTL 4/L7.2

LIGHT STANDARD INCL CONC.

PILE SEE DTL. 1/L7.2

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK IRONSPOT ENDICOTT

BRICK PAVER SEE DTL 4/L7.2

3 COURSE RUNNING BOND 194 x 93 x 57mm DARK

IRONSPOT ENDICOTT BRICK PAVER ON STEEL PLATE

MULTIPLE COURSE RUNNING BOND 194 x 93 x 57mm

MEDIUM IRONSPOT #46 ENDICOTT BRICK PAVER ON

STEEL PLATE

TREE COVER: 2 PIECE 3/8" GALVANIZED STEEL PLATE TO

SUPPORT PAVERS. PLATES TO REST ON SIDE LIP OF

THICKENED EDGE SEE DTL. 1/L5.2

BLACK GRANITE MULCH

THICKENED EDGE TO ACCOMMODATE STEEL

PLATE

GRANULAR DRAINAGE MATERIAL

GEOTEXTILE PER CW3120

PLANTING MEDIUM

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK IRONSPOT ENDICOTT BRICK

PAVER SEE DTL 4/L7.2

3 COURSE RUNNING BOND 194 x 93 x 57mm DARK

IRONSPOT ENDICOTT BRICK PAVER ON STEEL PLATE

MULTIPLE COURSE RUNNING BOND 194 x 93 x 57mm

MEDIUM IRONSPOT #46 ENDICOTT BRICK PAVER ON

STEEL PLATE

SET TREE PLUMB IN CENTRE OF OPENING

TREE COVER: 2 PIECE 3/8" GALVANIZED STEEL PLATE

W/OPENING TO SUPPORT PAVERS. PLATES TO REST ON

SIDE LIP OF THICKENED EDGE SEE DTL. 1/L5.2

BLACK GRANITE MULCH

THICKENED EDGE TO ACCOMMODATE STEEL

PLATE OR SIDEWALK PANEL

GRANULAR DRAINAGE MATERIAL

PLANTING MEDIUM

GEOTEXTILE PER CW3120

COMPACTED PLANTING MEDIUM MOUND

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK IRONSPOT ENDICOTT BRICK

PAVER SEE DTL 4/L7.2

INDICATOR STRIP - DARK IRONSPOT ENDICOTT BRICK

PAVER SEE DTL 4/L7.2

MULTIPLE COURSE RUNNING BOND 194 x 93 x 57mm

MEDIUM IRONSPOT #46 ENDICOTT BRICK PAVER ON

STEEL PLATE, MORTAR BED OR BEDDING SAND &

BLOCKOUT SEE DTL. 3/L7.2

TREE COVER: 2 PIECE 3/8" GALVANIZED STEEL PLATE TO

SUPPORT PAVERS. PLATES TO REST ON SIDE LIP OF

THICKENED EDGE SEE DTL. 1/L5.2

BLACK GRANITE MULCH

THICKENED EDGE TO ACCOMMODATE STEEL

PLATE OR SIDEWALK PANEL

SET PAVERS IN 187 WIDE MORTAR BED AROUND

TREE COVERS TO LOCK-IN TREE COVER PAVERS

GRANULAR DRAINAGE MATERIAL

PLANTING MEDIUM

GEOTEXTILE PER CW3120

75 DEPTH WOOD MULCH

INSTALL ROOT BARRIER AT LOCATIONS WHERE

TREE VAULTS ARE OVER-TOP OF HYDRO DUCT LINE.

SEE DTL. 3/L3.6

150 DIA PERF DRAINAGE PIPE SLOPE BOTTOM OF

EXCAVATION TO PIPE CONNECT END OF PIPE TO CB

LINE

150 DIA PERF DRAINAGE PIPE SLOPE BOTTOM OF

EXCAVATION TO PIPE CONNECT END OF PIPE TO CB

LINE

150 DIA PERF DRAINAGE PIPE SLOPE BOTTOM OF

EXCAVATION TO PIPE CONNECT END OF PIPE TO CB

LINE

L3.2

WEST SIDE SECTIONS

FROM MARKET TO RUPERT

16

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

JH

JH

AS NOTED

AS NOTED

05/25/16

JHISSUED FOR CITY OF WINNIPEG REVIEW 03/18/16

39

JHISSUED FOR UG STRUCTURES REVIEW 04/08/16

JHISSUED FOR TENDER 05/25/16

LILY ST.


