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STREET SIDE

PARKING LOT SIDE

VEHICLE PLUG-IN JOHN

HIRSCH ONLY - SEE

ELECTRICAL

FIELD VERIFY LOCATIONS

W/CONTRACT

ADMINISTRATOR

7
5

SCALE

4

PARKING SCREEN FENCE

1:20L5.1

IN GROUND 

C-CHANNEL SURFACE MOUNT

4- 6mm DIA. x 100mm

STAINLESS STEEL

ANCHOR BOLTS

305

CIP CONC. RETAINING

WALL - SEE LAYOUT

FOR LOCATION &

STRUCTURAL FOR

DETAILS
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ON CIP CONC. WALL

ANGLE BAR (CORNER POST) SURFACE

MOUNT ON CIP CONC. WALL

LEVELING GROUT TO SUIT

4- 6mm DIA. x 100mm STAINLESS

STEEL ANCHOR BOLTS

305

CIP CONC. RETAINING WALL -

SEE LAYOUT FOR LOCATION

& STRUCTURAL FOR DETAILS

LEVELING GROUT TO SUIT

6

ANGLE BAR

C-CHANNEL

A

A

SECTION A-A

FINISHED GRADE

12 ROWS OF 38 x 89

WESTERN RED

CEDAR BOARDS

W/6mm GAP

6mm DIA. CARRIAGE

BOLTS AS SHOWN,

RECESSED 2 PER

BOARD AT EACH

C-CHANNEL &

ANGLE BAR

1
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5

305 DIA. CONC.

PIER

CEDAR

BOARDS

C180 X18

C-CHANNEL

FLAT BLACK

COLOUR

CEDAR BOARDS

C180 X18 C-CHANNEL

FLAT BLACK COLOUR

228 x 150 x 12mm THK.

BASE PLATE FLAT BLACK

COLOUR

B B

C C

CEDAR BOARDS

100 x 100 x 9 THK. ANGLE BAR

200 x 200 x 12mm THK.

BASE PLATE FLAT BLACK

COLOUR

SECTION B-B

SECTION C-C

7577

124

124

OPENING IN BASE PLATE TO

SUIT CONDUIT AT VEHICLE

PLUG-IN LOCATIONS ONLY

ELECTRICAL

CONDUIT SIZED TO

SUIT AT VEHICLE

PLUG-IN LOCATIONS

ONLY

PLAN

A A

B

B

FRONT
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SCALE

2

TRELLIS POST W/HORIZ. BEAM & GREENSCREEN

1:20L5.1

2
0

3

5
0

5
0

810

2500

200

4
0

0
0

LED WALL LUMINAIRE BEGA 3580

CONDUIT TO BE PLACED ON

BACK SIDE OF BEAM - SEE

ELECTRICAL

3049 x 1070 x 75mm GREENSCREEN

PANEL C/W ACCESSORIES, WRINKLE

BLACK COLOUR, MOUNTED BETWEEN

POSTS PER MANUFACTURER'S

SPECIFICATIONS

W200 x 46 TRELLIS POST FLAT

BLACK COLOUR - SEE STRUCTURAL

JUNCTION BOX FLAT BLACK

COLOUR - SEE ELECTRICAL

CIP CONC. PILE - SEE

STRUCTURAL

4 ANCHOR BOLTS - SEE

STRUCTURAL

BASE PLATE - SEE

STRUCTURAL

POST

25mm LEVELING GROUT

POST

GREENSCREEN

LIGHT FIXTURE

BEAM

1
0

5

PLATE C/W BOLTS, NUTS &

WASHERS - SEE STRUCTURAL

STIFFENER PLATES

END PIECE / CAP

W200 x 46 TRELLIS BEAM W/PROFILE AS SHOWN,

FLAT BLACK COLOUR - SEE STRUCTURAL

SECTION A-A

POST (TYP.)

POST BASE PLATE (TYP.) SECTION B-B
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SCALE
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TRELLIS POST & GREENSCREEN
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403

200
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LED WALL LUMINAIRE BEGA 3580

CONDUIT TO BE PLACED ON

BACK SIDE OF BEAM - SEE

ELECTRICAL

3049 x 1070 x 75mm GREENSCREEN

PANEL C/W ACCESSORIES, WRINKLE

BLACK COLOUR, MOUNTED BETWEEN

POSTS PER MANUFACTURER'S

SPECIFICATIONS

W200 x 46 TRELLIS POST FLAT

BLACK COLOUR - SEE STRUCTURAL

JUNCTION BOX FLAT BLACK

COLOUR - SEE ELECTRICAL

CIP CONC. PILE - SEE

STRUCTURAL

4 ANCHOR BOLTS - SEE

STRUCTURAL

BASE PLATE - SEE

STRUCTURAL

POST

25mm LEVELING GROUT

POST

GREENSCREEN

LIGHT FIXTURE

BEAM

1
0

5

PLATE C/W BOLTS, NUTS &

WASHERS - SEE STRUCTURAL

W200 X 46 TRELLIS BEAM

FLAT BLACK COLOUR

SEE STRUCTURAL

END PIECE / CAP

W200 x 46 TRELLIS BEAM

FLAT BLACK COLOUR - SEE

STRUCTURAL

SECTION A-A

POST (TYP.)

POST BASE PLATE (TYP.) SECTION B-B
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140 140

FINISHED GRADE FINISHED GRADE

SCALE

3

I-BEAM BOLLARD

1:20L5.1

SURFACE MOUNTED: 4- 6mm DIA. x 100mm

STAINLESS STEEL ANCHOR BOLTS

2-161 x 60 x 846 WHITE OAK WOOD

BLOCK, SANDED SIDES, FACES & EDGES

4- 6mm DIA. x 159mm STAINLESS STEEL

THREADED ROD W/WASHERS & NUTS

COUNTERSINK

W150 X 22 STEEL I-BEAM INCL. 254 x 254 x

12mm THK. BASE PLATE FLAT BLACK

COLOUR

4- 6mm DIA. x 127mm STAINLESS STEEL

THREADED ROD W/WASHERS & NUTS

COUNTERSINK

161

8
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2
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203

254

UNIT PAVERS IN CONC. BLOCKOUT -

ROADWAY
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76

45 DEG. CHAMFER

2-161 x 76 x 205 WHITE OAK WOOD BLOCK,

SANDED SIDES, FACES & EDGES FINISH W/WHITE

PAINT & REFLECTIVE FINISH SEE SPECS.

305

IN-GROUND: 1500 DEPTH POST HOLE

BACKFILL W/COMPACTED GRANULAR
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0
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1
4
0
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SCALE

6

INFORMATION PANEL
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442

504

656
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756
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1
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4- 6mm DIA. x 100mm

STAINLESS STEEL

ANCHOR BOLTS & BASE

PLATE

2-442 x 102 x 640 WHITE OAK

WOOD BLOCK, SANDED

SIDES, FACES & EDGES

2- 430 x 890  INFORMATION

PANEL CONTRACT

ADMINISTRATOR TO

PROVIDE GRAPHICS

PRIOR TO FABRICATION

2- 457 x 12 x 1817 STEEL

PANELS

6- 6mm DIA. x 536mm

STAINLESS STEEL THREADED

ROD W/WASHERS & BOLTS

UNIT PAVERS IN CONC.

BLOCKOUT - ROADWAY

102

2- 482 x 12 x 1117 STEEL

PANELS

482

1
1

1
7

249

66

6

6

LEVELING GROUT TO

SUIT

656 x 609 x 12mm THK. STEEL BASE

PLATE PAINTED FLAT BLACK

709

NOTE: ALL STEEL TO BE PAINTED W/PRIMER AND COATED W/SATIN BLACK

URETHANE - SEE SPECS.
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C-CHANNEL BOLLARD
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IN GROUND 

1
2
0
9

6
3

8
4
6

1-138 x 38 x 846

WHITE OAK

WOOD BLOCK,

SANDED

SIDES, FACES

& EDGES

138

3
8

305 DIA. CONC.

PIER

C180 X18

C-CHANNEL

FLAT BLACK

COLOUR

STREET SIDE

SIDEWALK SIDE

PLAN

4-6mm DIA.

CARRIAGE BOLTS

RECESSED

9
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DETAILS

METAL FABRICATION 1

25

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

JH

JH

AS NOTED

AS NOTED

05/25/16

JHISSUED FOR CITY OF WINNIPEG REVIEW 03/18/16

39

JHISSUED FOR UG STRUCTURES REVIEW 04/08/16

JHISSUED FOR TENDER 05/25/16


