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98 x 181 x 12 mm THICK STIFFENER

FLAT BLACK COLOUR TO MATCH POST

SEE DETAIL 7

 203 x 203 x 12 mm THICK END PIECE/CAP

FLAT BLACK COLOR

W200 x 46 TRELLIS BEAM, FLAT BLACK COLOR

SEE SHEET L5.1 FOR DETAILS OF HORIZONTAL BEAM
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TYPICAL TRELLIS POST BASE PLATE
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4 - 19 mm A193 B7 THREADED ROD ANCHORS
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W200 X 46 TRELLIS POST

FLAT BLACK COLOR

(INSTALL PLUM ± 3mm AND

ALL POSTS ALIGNED ± 6mm)

TRELLIS SCREEN PANEL

BETWEEN POSTS

SEE SHEET L5.1
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TYPICAL TRELLIS POST
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PART SECTION B-B
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25mm APPROVED LEVELLING GROUT

600Ø CAST-IN-PLACE PILE

SEE SHEET S1.2
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SECTION C-C
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FRONTJUNCTION BOX FLAT BLACK COLOR

SEE ELECTRICAL

LIGHT FIXTURES

SEE ELECTRICAL

6

DRILL AND EPOXY 4 - 19 mm

WITH SIKA ANCHOR FIX-3/SIKA

ANCHOR FIX-4 OR EQUIVALENT

PRODUCT - SEE NOTE 3
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NUT AND WASHER
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TYP. BOTH SIDES
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LIGHT FIXTURES

SEE ELECTRICAL

B

B

20mm CHAMFERED (TYPICAL)

4 - M16 x 60 mm A316 HEX BOLT

COMPLETE WITH STAINLESS STEEL HEX NUTS

AND ONE FLAT WASHER PER BOLT

98 x 181 x 12 mm THICK END PLATE FLAT

BLACK COLOR TO MATCH POST

SEE DETAIL 6
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200

203 x 203 x 12 mm THICK END

PIECE / CAP FLAT BLACK COLOUR

LED WALL LUMINAIRE BEGA 3580

CONDUIT TO BE PLACED ON BACK SIDE OF BEAM

SEE ELECTRICAL

3049 x 1070 x 75 mm GREENSCREEN PANEL COMPLETE WITH ACCESSORIES

WRINKLE BLACK COLOR, MOUNTED BETWEEN POSTS PER MANUFATURERS

SPECIFICATIONS  SEE SHEET L5.1

W200 x 46 TRELLIS POST, FLAT BLACK COLOR

JUNCTION BOX FLAT BLACK COLOR

SEE ELECTRICAL

4 - M16 x 60 mm A316 HEX BOLT COMPLETE WITH STAINLESS STEEL HEX NUTS

AND ONE FLAT WASHER PER BOLT

4 - 19 mm A193 B7 THREADED ROD ANCHORS

98 x 181 x 12 mm THICK END PLATE,

FLAT BLACK COLOR TO MATCH POST

SEE DETAIL 6

W200 x 46 TRELLIS DECORATIVE

BEAM FLAT BLACK COLOUR

TYP. BOTH SIDES
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4 - M16 x 60 mm A316 B7 HEX BOLT

COMPLETE WITH STAINLESS STEEL HEX

NUTS, AND ONE FLAT WASHER PER BOLT

SEE SHEET L5.1

355 x 355 x 12 mm THICK BASE PLATE

FLAT BLACK COLOR TO MATCH POST

25 mm APPROVED LEVELLING GROUT

DRILL AND EPOXY 4 - 19 mm WITH

SIKA ANCHOR FIX-3/SIKA ANCHOR

FIX-4 OR EQUIVALENT PRODUCT

SEE NOTE 3

600Ø CAST-IN-PLACE PILE

SEE SHEET S1.2
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21 mm Ø HOLE
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16 mm Ø VENT HOLE
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TYP. BOTH SIDES

355 X 355 X 12mm THICK BASE PLATE

FLAT BLACK COLOR TO MATCH POST

WEST FACING

SEE SHEET L1.4
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20 mm CHAMFER
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TYPICAL END PLATE
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 TYPICAL STIFFENER 
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TRELLIS & GREENSCREEN WITH HORIZONTAL BEAM
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NOTES:

1. FOR GENERAL NOTES SEE SHEET S1.2.

2. TRELLIS POST SHALL BE SHOP PAINTED BEFORE FABRICATION.

3. DRILL AND EPOXY ANCHORS SHALL BE IN ACCORDANCE WITH EPOXY

MANUFACTURERS INSTRUCTIONS.
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