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CONTRACT 2: UNDERPASS STRUCTURE, RAILWORKS,

ROADWORKS, LAND DRAINAGE SEWER, PUMPING STATION

AND LANDSCAPING WORKS

               WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE

USED FOR EXCAVATION ON THIS PROJECT THE

CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED

LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS

COMPANY INSTALLATIONS SEE PROVINCIAL

REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO

CONSTRUCTION.
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STATION DRAWINGS &

DETAILS

REFER TO THE

BUILDING DRAWINGS

FOR LDS PLAN/PROFILE

SEE DWG No. C2-CU-019

NOTE:

1. REVIEW ROADSIDE SAFETY FOR THE DETOUR IN VICINITY OF THE PUMPING
STATION AND PROVIDE MITIGATION MEASURES, AS REQUIRED, IN
ACCORDANCE WITH THE SPECIFICATIONS.

FOR LDS PLAN

SEE DWG No. C2-CU-023

FOR ELECTRICAL

SEE DWG No. C2-BE-002
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