
4.0 OF 250 SDR35

SEWER REPAIR

(SD-022B)

AND CONNECT

TO EX CB AND MH

CL40008108

CL40008109

7.0 OF 250 SDR35

SEWER REPAIR

(SD-022B)

AND CONNECT TO EX MH

CL40011003

1.5 OF 250 SDR35 PVC

SEWER REPAIR (SD-022A)

CL40011010

5.3 OF 300 SDR35 PVC

SEWER REPAIR (SD-022B)

AND CONNECT TO EX CB

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

            WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED FOR

EXCAVATION ON THIS PROJECT THE CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION

OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY

INSTALLATIONS SEE PROVINCIAL REGULATION 210/72 FOR

DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO CONSTRUCTION.







SEWER REPAIR NOTES:

1. BACKFILL UNDER AND WITHIN 1.0 PAVEMENT (INCLUDING

SIDEWALK) TO BE CLASS 3.

2. BACKFILL IN BOULEVARD TO BE CLASS 5

3. NEW SEWER SERVICE PIPE TO HAVE A MINIMUM OF 1% GRADE

EXISTINGLEGEND-PLANEXISTING PROPOSED
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