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	Form Q: THPS Performance Characteristics

(See B13)

PRE-SELECTION AND DESIGN SERVICES FOR THERMAL HYDROLYSIS PROCESS SYSTEM FOR THE NORTH END SEWAGE TREATMENT PLANT

	

	Guaranteed throughput at N+1 firm capacity

(tDS/d)

	

	Guaranteed minimum time for react cycle at maximum flow
(minutes)


	

	Guaranteed minimum temperature within each reactor during react cycle at maximum flow
(°C)


	

	Guaranteed minimum pressure within each reactor during react cycle

(bar (gauge))


	

	Guaranteed thermal efficiency (total amount of heat energy required to process a tonne of dry material in the feed pre-dewatered sludge at average flow)
(kJ/tDS)


	

	Guaranteed peak instantaneous steam consumption at maximum flow
(kg steam/h)

	

	Guaranteed maximum steam consumption rate at maximum flow
(tonne steam/tDS processed)


	

	Guaranteed peak system electrical power consumption, including the power draw of all equipment and ancillary devices at maximum flow

(kW).


	

	Guaranteed system electrical power consumption, including the power draw of all equipment and ancillary devices at average flow
(kW).


	

	Additional operating conditions upon which the guaranteed performance characteristics are conditional:


	List of deviations from the specified Standardized Equipment (Section 2.3 in PART E - Specification No. 11355) and justification for deviation:


