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Certificate of Authorization

CH2M HILL Canada Ltd.

WATER AND WASTE DEPARTMENT

THE CITY OF WINNIPEG

ISSUED FOR CONSTRUCTION

No. 1441

2017/04/05

J. SHUMKA

BGAD-R019

FILLER, TYP

ROD ON PREFORMED JOINT 

JOINT SEALANT ON BACKER

AIR SEAL, TYP

FILL, TYP

BATT INSULATION 

BED, TYP 

CURB SET IN SEALANT 

INSULATED  METAL 

PREFABRICATED  

FIBRE CANT, TYP

PREFAB METAL CURB, TYP

CARRIED UP AND OVER

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

METAL FLASHING AND

JOINT SEALANT, TYP

 

WOOD BLOCKING, TYP 

AIR SEAL, TYP

EXPANSION, TYP

CRIMPED TO ALLOW FOR

METAL COPING FLASHING 

TYP

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

1:10

SECTION DETAIL

BGAD-R009

BGAD-R018

02

R. BATHAN

1-0102-BDTL-R006

SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT

SECTION DETAILS

2017/04/05

 

474248

 

 

A1

BIOREACTORS/BLOWER BUILDING

BUILDING

  

 

 

 

 

 

 

 

 

 

 

1-0102-BDTL-R006.dgn

 

R. ZAKKO

H.T. FREIHAMMER

B. KOLIS-HUPA

SECTION DETAIL TYPICAL WALL BASE 

5
NTS

BGAD-R004

2017/04/05 R.B.00 J.C.ISSUED FOR CONSTRUCTION - 976-2016

1
SECTION DETAIL

BGAD-R019

TYP

METAL COPING FLASHING, 

PLYWOOD, TYP

19mm EXTERIOR GRADE 

TYP

CONTINUOUS WOOD SHIM, 

FRAMING, TYP

WOOD TRUSS COPING 

JOINT SEALANT, TYP

TYP

METAL CLOSURE FLASHING, 

FLASHING CLIP, TYP

CONTINUOUS METAL 

BATT INSULATION, TYP

2
SECTION DETAIL

BGAD-R019

BGAD-R018

BGAD-R018

3

4
SECTION DETAIL

BGAD-R005

6

ROOF MOUNTED VENTILATOR

NTS

TYP

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

JOINT SEALANT, TYP

FIBER CANT, TYP

BED, TYP

SET IN SEALANT 

ROOF VENTILATOR

TYP

METAL FLASHING, 

OVER TOP OF CURB

CARRIED UP AND 

ROOFING MEMBRANE 

BETWEEN, TYP

INSULATION 

MINERAL WOOD 

STRAPPING WITH 

ON 40mm WOOD 

GRADE PLWOOD 

19mm EXTERIOR 

SIZE

TO SUIT DOOR 

COIL BOX, SIZE 

RATED DOOR

COILING FIRE-

HORIZONTAL 

EDGE ANGLE

LEADING 

FIN FLFIN FLFIN FL

1 HR1 HR1 HR

1 HR1 HR1 HR

MANUFACTURER

BY DOOR 

STEEL SUPPORT 

SAFETY EDGE

RECEIVING CHANNEL

MANUFACTURER

TRACK BY DOOR 

MANUFACTURER

BY DOOR 

STEEL SUPPORT 

TO STEEL ANGLE

TRACK ANCHORED 

MANUFACTURER

TRACK BY DOOR 

TYP BOTH SIDES OF WALL

ATTACHED TO DECK

L100 x 75 x 6mm ANGLE

CONTINUOUS 

REQUIREMENTS).

SYSTEM MEETING FIRE RATING 

ULC LISTED FIRE STOPPING 

(FOR RATED ASSEMBLY USE 

NEOPRENE CLOSURE

7
1:10

AT TOP OF CMU WALL

SECTION DETAIL 

BGAD-R010

8

BGAD-R004

BGAD-R017

RECESSED FOOT GRILLE
NTS

BGAD-R011

SCHEDULED

DOOR AND FRAME AS 

RECESSED FOOT GRILLE

FLOORING AS SCHEDULED

HORIZONTAL COILING FIRE SHUTTER SECTION DETAILS
9

NTS

BGAD-R004

HORIZONTAL FIRE

SHUTTER

STONE VENEER

CONTROL DEVICE, TYP

MORTAR DROPPING

TYP

DAMPPROOF FLASHING, 

VENT WEEPHOLE, TYP

TYP 

MIN 300mm BELOW GRADE

RIGID INSULATION CARRIED 

CEMENT FACED PERIMETER 

METAL CLOSURE TRIM, TYP

CONCRETE, TYP  

EMBEDMENT 200mm INTO

600mm o.c. MAX. MINIMUM   

SSTADHESIVE ANCHORS @ 

CONCRETE WITH M12 

BENTPLATE ANCHORED TO 

GALVANIZED STEEL 

150 X 225 X 10mm LLH

1:5

AS SHOWN

1:5

1:5

TYP

METAL COPING FLASHING, 

PLYWOOD, TYP

19mm EXTERIOR GRADE 

FRAMING, TYP

WOOD TRUSS COPING 

JOINT SEALANT, TYP

TYP

METAL CLOSURE FLASHING, 

FLASHING CLIP, TYP

CONTINUOUS METAL 

BATT INSULATION, TYP

SHIM, TYP

CONTINUOUS WOOD 

GROUT, TYP

PARAPET WITH MASONRY 

FILL VOIDS IN CMU 

GROUT, TYP

PARAPET WITH MASONRY 

FILL VOIDS IN CMU 

200mm CMU, TYP

200mm CMU, TYP

TYP

METAL FLASHING, 

TYP

METAL FLASHING, 

@ 600mm O.C.

10M GALVANIZED ANCHOR 

OVER WOOD COPING 

CARRIED UP CANT  

(BASE & CAP SHEET) 

ROOFING MEMBRANE 

BETWEEN

WOOD INSULATION 

STRAPPING WITH MINERAL 

PLWOOD ON 40mm WOOD 

19mm EXTERIOR GRADE 

@ 600mm O.C.

10M GALVANIZED ANCHOR 

OVER WOOD COPING 

CARRIED UP CANT  

(BASE & CAP SHEET) 

ROOFING MEMBRANE 

BETWEEN

WOOD INSULATION 

STRAPPING WITH MINERAL 

PLWOOD ON 40mm WOOD 

19mm EXTERIOR GRADE 

MEMBRANE

AND LAP OVER ROOFING 

ON WALL AND PARAPET 

AIR BARRIER CARRIED UP 

MEMBRANE

AND LAP OVER ROOFING 

ON WALL AND PARAPET 

AIR BARRIER CARRIED UP 

METAL PANEL TYPE 1

METAL PANEL TYPE 1

02

01 R.B.2017/06/30 J.C.ISSUED FOR ADDENDUM 4 - 976-2016

02 R.B.2017/07/14 J.C.ISSUED FOR ADDENDUM 5 - 976-2016

01

INSULATION

EXISTING PERIMETER RIGID 


