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Certificate of Authorization

CH2M HILL Canada Ltd.

WATER AND WASTE DEPARTMENT

THE CITY OF WINNIPEG

ISSUED FOR CONSTRUCTION

No. 1441

2017/04/05

J. SHUMKA

1
1:10

WALL SECTION

BGAD-S015

2
1:10

WALL SECTION

BGAD-S015

3
1:10

WALL SECTION

 

METAL FLASHING, TYP

METAL CLOSURE GIRT, TYP

JAMBS BOTH SIDES, TYP

ROD ALONG HEAD AND 

JOINT SEALANT ON BACKER 

DWGS

LINTEL, SEE STRUCT

FRAME AS SCHEDULED

HOLLOW METAL DOOR AND 

SILL, TYP 

BENT CHECKER PLATE 

6mm THICK ALUMINUM 

TYP 

RIGID INSULATION 

CEMENT FACED PERIMETER 

150

BETWEEN, TYP

WOOL INSULATION FILL 

STRAPPING WITH MINERAL 

PLYWOOD ON WOOD 

19mm EXTERIOR GRADE 

WATERPROOFING, TYP 

FLUID APPLIED 

FILLER, TYP

ROD ON PREFORMED JOINT 

JOINT SEALANT ON BACKER 

AIR SEAL, TYP

AIR BARRIER, TYP

METAL PANEL TYPE 2, TYP

SOLID CMU COURSE, TYP

4

BDTL-S010

5

BDTL-S010

AIR BARRIER, TYP

METAL PANEL TYPE 1, TYP

SOLID CMU COURSE, TYP

STONE VENEER

RIGID INSULATION,TYP 

CEMENT FACED PERIMETER 

Z-GIRT, TYP

ROD, TYP

JOINT SEALANT ON BACKER 

METAL FLASHING, TYP

AIR BARRIER, TYP

METAL PANEL TYPE 1, TYP

SEALANT, TYP

CAST STONE STILL, TYP

TYP

DAMPPROOF FLASHING, 

VENT WEEPHOLE, TYP

STONE VENEER

Z-GIRT, TYP

3

BDTL-S010

BGAD-S011

01

R. ZAKKO

1-0102-BDTL-S007

SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT
 

474248

 

 

 

001 A1

B. KOLIS-HUPA

N. BOYCHUK

SECONDARY CLARIFIERS 4 AND 5

WALL SECTIONS - PART 5

BUILDING

2017/04/05

  

AS SHOWN

N.B.
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H.T. FREIHAMMER

 

 

 

 

 

 

 

 

 

 

 

CONCRETE, TYP  

EMBEDMENT 200mm INTO

MAX. MINIMUM  

ANCHORS @ 600mm OC 

M12 SST ADHESIVE 

TO CONCRETE WITH 

BENTPLATE ANCHORED 

GALVANIZED STEEL 

150 X 200 X 8mm LLV

TYP

PREFORMED JOINT FILLER, 

BACKER ROD, TYP

JOINT SEALANT ON 

LINTEL TYPE S2

LINTEL TTYPE S1

BOTTOM

DOOR 

AUTOMATIC 

BED, TYP

SEALANT 

SET IN 

THRESHOLD 

ALUMINUM 

WATERPROOFING, TYP 

FLUID APPLIED 

TYP 

PROOFING

WATER-

APPLIED 

FLUID 

CONC SLAB   

WATERPROOFING

FLUID APPLIED 

75mm RIGID INSULATION 

SLIP SHEET

WEARING SLAB

TRAFFIC TOPPING

CONC SLAB   

WATERPROOFING

FLUID APPLIED 

75mm RIGID INSULATION 

SLIP SHEET

WEARING SLAB

TRAFFIC TOPPING 

6

BDTL-S010

MIRR

2017/04/05 J.C.ISSUED FOR CONSTRUCTION - 976-2016

LISTING OF ASSEMBLIES)

(SEE ROOF PLAN FOR 

ROOFING ASSEMBLY TYPE-4 

PROTECTED MEMBRANE 

01 R.B.2017/07/14 J.C.ISSUED FOR ADDENDUM 5 - 976-2016

01


