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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED

FOR EXCAVATION ON THIS PROJECT, THE CONTRACTOR MUST:

1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION OF EXCAVATION.

2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

PRELIMINARY

NOT FOR CONSTRUCTION
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RESTORE DRAINAGE

TO EXISTING SWALE

GRADE AWAY FROM

NEW CHAMBER

GRADE AWAY FROM

NEW CHAMBER

NOTES:

· RESTORE EXISTING DIKE

· REGRADE ALL AREAS, INCLUDING ACCESS ROAD LOCATIONS TO

MATCH EXISTING GRADES EXCEPT AS NOTED

· THE CONTRACTOR SHALL GRADE THE AFFECTED AREAS WITHIN

THE KILDONAN GOLD COURSE TO EXISTING GRADES EXCEPT AS

NOTED

· RESTORATION OF GRASSED AREAS WITHIN THE KILDONAN GOLF

COURSE BY OTHERS

· RESTORE ALL AREAS EXCEPT AS NOTED

· REPLACE ANY REMOVED TREES OUTSIDE OF THE KILDONAN GOLF

COURSE
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