
GROUND+ 

99.911

FENCE-CH+ 

99.971

EXISTING GRADE

2 Tier Timber Edging w/ Composite Cap as per
SCD-651ACatch Basin

300mm Engineered Wood Fibre Safety Surfacing
Non-Woven Seperation Geotextile Fabric
75mm MIN. Drainage Stone
Non-Woven Separation Geotextile Fabric
Drainage System
Non-Woven Separation Geotextile Fabric
Subgrade

Edge of Basketball Court
3 Tier Timber Edging w/ Composite Cap as per
SCD-651ASoil and Mineral Sod

MIN Depth 75mm

     EWF as per SCD-650

     Drainage as per SCD-659

1.0% 

EXISTING GRADE

Timber Edging w/ Composite Cap as per
SCD-651

100mm Wood Chips

Asphalt Path as per SCD-648

Plexi-Pave
75mm Type 1A Asphalt
150mm 19mm Crushed Down Limestone
225mm 50mm Crushed Down Limestone
Non-Woven Separation Geotextile Fabric
Compacted Sub-Grade

0.45

Edge of Basketball Court
Sidewalk

Typical Width of
Granular Base Extending
Past Basketball Court

Existing Elm Tree
(protect)

Weston Park Playground 
DETAILS

W.20-7

153-2017

299 Lock Street

BASKETBALL COURT PAVEMENT STRUCTURE
NTS

DESIGNED BY

DRAWN BY

CHECKED  BY

APPROVED BY

DATE

DRAWING  NO.

CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY 
DISCREPANCIES TO CONTRACT ADMINISTRATOR PRIOR TO 
CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS 
SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT 
NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE 
SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. 
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL 
SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES 
BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and 
Development Department
Urban Design Division
Unit 15 - 30 Fort Street, 
Winnipeg, MB, (R3C 4X5)

DATE

HORIZ.  SCALE

VERT.  SCALE

MANAGER,
URBAN DESIGN DIVISION

DRAWING TITLE

SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES

BID OPPORTUNITY NO.

100.00

100.30

99.60

SECTION - PLAY AREA TO CATCH BASIN

1:50

IL

IL

AS INDICATED

MARCH 2017

3
W.20-7

2
W.20-7

100.00

100.30

99.60

BASKETBALL STANDARD AND PILE
1:30

1
W.20-7

400

75
15

0
22

5

65
00

 (
M

IN
.)

50mm COVER

TYP. STANDARD 

BASE PLATE (SCD-304)

FINISHED ASPHALT SURFACE

10M RINGS @ 300mm O.C.

400mm dia. CONC. PILE -
CONC. TO BE TYPE 50 SULPHATE
RESISTANT WITH A 28 DAY COMPRESSIVE
STRENGTH OF 30 MPa

4-20M VERT. CONT.

ALL DIMENSIONS SHOWN ARE
MILLIMETRES

'SONOTUBE' WRAPPED WITH 2 LAYERS OF
4 mil POLY - UPPER 2.3M OF FOOTING

75
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