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CANORA STREET ENTRANCE
WINNIPEG, MANITOBA

DAVID WAGNER ASSOCIATES INC.
#4-430 RIVER AVENUE • WINNIPEG MB • R3L 0C6 • (204) 452-2426

CROSS SECTION - CANORA ENTRANCE TO MYNARSKI MONUMENT
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CANORA STREET
ENTRANCE

ENTRANCE AVENUE
WITH PLANTER

GRASSED
AREA

VIMY RIDGE
MONUMENT

PLAZA "THE PIMPLE" PATH MYNARSKI
MONUMENT
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Pillars
Stone Face
Refer to 6/L6

Concrete Cap

Banners NIC
Light Pole
c/w Banner Arms
and Base Cover
Refer to 2/L9

Light - Type 1
Refer to 2/L9

Planter
Refer to 3/L6

1.1 1.8

±2
.6

Excavate Planting Bed
Backfill with Compacted
Planting Soil

150 x 300mm 
Concrete Curb 
c/w 15M T&B 

25mm R 
Outside

Concrete 
Paving 
Refer to 
5/L6

50
0

75

20
0

10
0

Flexcell 
Fibre Board
Joint Filler

Compacted Subgrade

1800

Non-Woven 
Geotextile

15
0

Extend Compacted 
Granular Under Curb

Dimensions in mm

CANORA STREET ENTRANCE 
1:50
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PLANTER
1:25
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Compacted 
Subgrade

Topsoil and Sod

200mm Depth Concrete 
Curb c/w 15M Cont. 
Longitudinal Rebar T & B

150

150mm Compacted 19mm Down
Crushed Limestone

150
Non-Woven Geotextile

15
0

 
13mm Sand Leveling Course

150mm Compacted 19mm Down
Crushed Limestone

93

150

Barkman Unit Pavers
"Cobble" 
Colour - "Ebony" Joints to be Filled with

Polymeric Sand - Colour "Granite Grey"

Dimensions in mm

UNIT PAVING AND EDGER CURB
1:25
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100mm Conrete Paving

150mm Compacted 19mm Down
Crushed Limestone

10
0

Non-Woven Geotextile

Compacted Subgrade

15
0

Dimensions in mm

CONCRETE PAVING 
1:25
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Concrete Paving

Concrete Pile Cap

Luminaire c/w Decorative 
Base Cover

Sod
455

100mm Concrete
Paving - Refer to 
5/L6
Extend Granular 
Base and Geotextile 
Under Pile Cap

13mm R
Concrete Pile Cap
Flush with Adjacent 
Paving

Light Pole
Refer to 3/L9 

Flexcell Fibre Board
Joint Filler

910 

460 Ø

Concrete Pile
35 MPa, Class C1 Conc.
+ 5% Air Entrainment

6 - 20M Verts

10M Ties @ 305mm

30
50
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Base Cover
Refer to 3/L9

455

Topsoil and Sod

15
0

10
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25mm Conduit (Min.)

Anchor Bolts Pattern
To Match Pole Base

Extend Rebar into
Pile Cap

PLAN

SECTION

Dimensions in mm

PILLAR DETAIL FOR LIGHT - TYPE 1 
1:25
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L6
LIGHT -TYPE 2 INSTALLATION DETAIL
1:25
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Unit Pavers on 
13mm Sand Leveling Course

Compacted Subgrade

150mm Compacted 19mm Down
Crushed Limestone

Non-Woven Geotextile

2000

Concrete 
Paving 
Refer to 
5/L6

Topsoil and Sod

Barkman Unit Pavers
"Cobble" 
Colour - "Ebony"
Refer to 1/L8 for Layout Pattern

Joints to be Filled with
Polymeric Sand - Colour "Granite Grey"

Dimensions in mm

PLAZA PAVING DETAIL
1:25
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L6Concrete Pillar Base
Dowel to Pile

460 Ø

Concrete Pile
35 MPa, Class C1 Conc.
+ 5% Air Entrainment

6 - 20M Verts

10M Ties @ 305mm

Topsoil and Sod

10
00
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1100

1000

1500
200

150
40

1000

425

Barkman Custom
Precast Concrete Pillar Cap
Hole to Accommodate
Light Post and Base Plate
Hole to be Smaller Than Base Cover
Provide Shop Drawings 

25mm Chamfer

Flexcell Fibre Board
Joint Filler 300

150

Light Pole and Base Cover
Refer to 2/L9 

Concrete Paving
Refer to 5/L6
Extend Granular Base Material
And Geotextile Under
Pillar Base

30
50

 (
M
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.)

25mm Conduit (Min.)

900

Pillar Form
Steel Frame with Plywood
And Metal Lath or Concrete
Block to Create Angled Sides

Rustic Ranch Rock (limestone)
Random Split Bed
Grey and Buff Colours
Provide Samples
Refer to 4/L8

Non Staining Cement-Lime Mortar
10mm Joints - Raked Out
Anchor Ties

Dimensions in mm

Provide Shop Drawings Slope Subgrade to Follow
Drainage Patterns as Shown
On Grading Plan 

Finish Grade of 
Surrounding Sod
As Shown on 
Grading Plan

10
0

50
0

Planting Soil
Compacted

Crisp Spade Edge

Topsoil and Sod

Subgrade

Dimensions in mm

PLANTING BED DETAIL
1:25
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member no. 35

DAVID M. WAGNER
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