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PACIFIC SECTION A-A

: 1:25L2.1
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PACIFIC SECTION B-B

: 1:25L2.1
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PACIFIC SECTION C-C

: 1:25L2.1
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PACIFIC SECTION D-D

: 1:25L2.1
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PACIFIC SECTION E-E

: 1:25L2.1

CURB & GUTTER SEE CIVIL

CIP CONC. SIDEWALK

SIDEWALK  INDICATOR STRIP

SEE DTL. 5/L3.1
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1393 280+/-1248

CURB & GUTTER SEE CIVIL

CIP CONC. SIDEWALK

SIDEWALK  INDICATOR STRIP

SEE DTL. 5/L3.1

1.0% SLOPE

THICKENED EDGE

150 DIA PERF DRAINAGE PIPE

SLOPE BOTTOM OF EXCAVATION TO PIPE

CONNECT END OF PIPE TO NEAREST CB &

ENSURE POSITIVE DRAINAGE

PLANTING MEDIUM

GEOTEXTILE PER CW3120

COMPACTED PLANTING MEDIUM MOUND

SET TREE PLUMB IN CENTRE OF

OPENING

1219 x 1219mm TREE GRATE & 1248 x

1248mm GALV. TREE GRATE FRAME

SEE DTL. 7/L3.1

GRANULAR DRAINAGE MATERIAL
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1393 280+/-1248

CURB & GUTTER SEE CIVIL

SIDEWALK  INDICATOR STRIP

SEE DTL. 5/L3.1

1.0% SLOPE

150 DIA PERF DRAINAGE PIPE

SLOPE BOTTOM OF EXCAVATION TO PIPE

CONNECT END OF PIPE TO NEAREST CB &

ENSURE POSITIVE DRAINAGE

PLANTING MEDIUM

GEOTEXTILE PER CW3120

1245 x 1242 x 150mm  PRECAST CONC

VAULT COVER SEE DTL. 7/L3.1
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CIP CONC SIDEWALK

THICKENED EDGE

280+/-

SIDEWALK  INDICATOR STRIP

SEE DTL. 5/L3.1
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280+/- +/- 1343350

CURB & GUTTER SEE CIVIL

CIP CONC. SIDEWALK

150

PROPOSED CURB BY SPORT FOR

LIFE CENTRE CONTRACTOR

PROPOSED CURB BY SPORT FOR

LIFE CENTRE CONTRACTOR

PROPOSED CURB BY SPORT FOR

LIFE CENTRE CONTRACTOR

280+/-

1048

150

P
R

O
P

E
R

T
Y

 
L

I
N

E

280+/-

1400 280+/- 150

960

CURB & GUTTER SEE CIVIL

CIP CONC. SIDEWALK

SIDEWALK  INDICATOR STRIP

SEE DTL. 5/L3.1

SCHEDULE 40 STEEL PIPE BOLLARD FILL W/CONC.

INTO 350 DIA. HOLE & BACKFILL W/CONC. TO CW2160

OUTSIDE DIAMETER OF STEEL PIPE TO SUIT PLASTIC

SLEEVE REQUIREMENTS. CONTRACTOR TO

COORDINATE W/PLASTIC SLEEVE SUPPLIER

BOLLARDS TO BE PLACED IN CENTRE OF BLOCKOUT

1320 HT. PLASTIC SLEEVE: RELIANCE FOUNDRY

#R-7173 COLOUR BLACK, OR APPROVED EQUAL
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SIDEWALK SECTIONS

2

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES
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AS NOTED

AS NOTED

01/13/17

JH01/13/17

3

ISSUED FOR UG STRUCTURES REVIEW

01/13/17

AND 1919 GENERAL STRIKE MONUMENT

STREET RENEWAL: PACIFIC AVENUE

2017 NORTHEAST EXCHANGE DISTRICT

JH02/07/17ISSUED FOR TENDER


