
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC AS SHOWN
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DETAILS
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LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED

BID OPPORTUNITY No. 300-2017

ENGINEERING DIVISION

McGILLIVRAY BOULEVARD

REHABILITATION

BRUCE
R.P.

JGKISSUED FOR CLIENT REVIEWA 17/06/09

RPB

DID, DML

WRJ

BWB

17/06/09

65-024
232.001 m

S. side McGillivray Blvd., W. of Vincent St., in Manitoba hydro transmission
line, Tblt. in 7.6 m Conc. pile 27.9 m W. of C.L. lane Pav't, W. of Vincent
St., & 1.5 m S. of N. Curb line of McGillivray Pl. produced from the E.
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AS SHOWN

JGKISSUED FOR TENDERB 17/06/20
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200 EXIST CONC PAV'T

DRAINAGE COURSE

CURB INLET
BLOCK-OUT

15M @ 300 O/C E/W
75 MIN BOTTOM
50 MIN COVER ALL AROUNG
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SCALE:  1:20
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NOTE: ALL NEW CSP'S TO BE INSTALLED C/W BEVELLED
END SECTIONS UNLESS NOTED OTHERWISE.

300Ø CSP

CSP BEVELLED END SECTION

SCALE:  1:25
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