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Barkman Quarry Stone Wall as per 
Detail 3 W.31-J
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Dashed Line Indicates Grade Behind 
Wall 
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Dashed Line Indicates Grade Behind 
Wall 
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Barkman Quarry Stone Wall as per 
Detail 3 W.31-J
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A11

Top of Wall: 
100.00

Barkman Quarry Stone Wall: Colour 
Desert Buff

Barkman Quarry Stone Coping: Colour Desert Buff
Fasten to Wall With Continuous Double Bead of 
Construction Adhesive

Min. Two Courses Buried (Typ.)

A12
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Bottom of Wall
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Topsoil and Sod as per SCD 243Asphalt Path as per SCD 648
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SECTION A11-A12
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A13
Geogrid Reinforcement

Bottom of Wall
98.457

Barkman Roman Pisa Retaining Wall: Colour
Desert Buff, Coping Colour Desert Buff.

Fasten Coping To Wall With Continuous
Double Bead of Construction Adhesive

Engineered Wood Fibre
Safety Surface

Geogrid Reinforcement

100 mm Weeping Tile Connected to 
Play Surface Multi-Flow. Ensure Positive 
Drainage Away From Wall

19mm Down Crushed Granular Base

19mm Clean Crushed Granular Backfill 

Filter Fabric

Top of Wall:
99.775

A14

Topsoil and Sod as per SCD 243

1000
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0
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Compacted Subgrade

Filter Fabric and
Drainage Stone

Additional 100 mm layer of
Engineered Wood Fibre at wall at

elevation 99.775. Feather down to
meet typical  Engineered Wood Fibre

depth 1.8 m from wall 20
0

SECTION A13-A14
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A16
Bottom of Wall

98.769

Barkman Roman Pisa  Retaining 
Wall: Colour Desert Buff, Coping 
Colour Desert Buff.
Fasten Coping to Wall With 
Continuous Double Bead of 
Construction Adhesive

Filter Fabric Fabric 
and Drainage 
Stone 

Top of Wall:

A15

Topsoil and Sod
as per SCD 243
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Engineered Wood Fibre 
Safety Surface

99.175
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