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1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are 
the property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.
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CULVERT INSTALLATION
UNDER WALKWAY

SCD-612

January 12, 2012

N.T.S.

SP

SECTION THROUGH PATH AND CULVERT

CROSS SECTION

COMPACTED SUB-GRADE

 COMPACTED CLAY

GRANULAR BASE COARSE

ASPHALT OR CRUSHED
GRANULAR SURFACING

COMPACTED SUB-GRADE

COMPACTED CLAY

300 MIN

1 in 3 max.

CULVERT END TO
BE CUT AT

45degree ANGLE.
END CUT MUST BE

SMOOTH AND
BURR FREE

BOTTOM OF DITCH
30

0 
M

IN
300mm HDPE culvert (or size 
and type as specified)

300mm HDPE culvert  (or size 
and type as specified)

2% Min.

450 MIN
COVER

TREATMENT OF
CULVERT ENDS TO

BE SPECIFIED
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PARKWAY PATH 
CRUSHED LIMESTONE

SCD-646

January 12, 2012
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3000 mm (10') MIN.

OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod
Ex. Sod

75mm75mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

TURF REPAIRS
(AS SPECIFIED)

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

25.4 mm (1") CRUSHED LIMESTONE 
TOPPING MATERIAL, 6 mm (1/4") DOWN

(3")(3")

General Notes
1. Sub-Grade, Sub Base & 

Base Coarse Construction 
as per CW 3110

2. Topsoil & Seed as per 
CW3520 and CW 3540

3. Topsoil & Sod as per CW 
3510 and CW 3540
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PARKWAY PATH
ASPHALT

SCD-648

January 12, 2012
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3000 mm (10') MIN.

OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod
Ex. Sod

75 mm75 mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT TYPE AS SPECIFIED

(3")(3")

TURF REPAIRS
(AS SPECIFIED)

General Notes
1. Asphalt Concrete Pavement Works 

as per CW 3410 
2. Sub-Grade, Sub Base & Base 

Coarse Construction as per CW 3110
3. Topsoil & Seed as per CW3520 and 

CW 3540
4. Topsoil & Sod as per CW 3510 and 

CW 3540

150 mm

6mm Clean Stone Backfill

150 mm Multi-Flow Collector Line

Safety Surfacing Drainage 
Layer

150 mm MultiFlow 
Drain System c/w 
End Caps and 
Connectors. Place 
in center of trench. 

150 mm

Coarse Sand - min. 2mm particle 
size

150 mm Multi-Flow Collector Line

MULTI-FLOW DRAINAGE IN SAFETY SURFACING DETAIL

MULTI-FLOW DRAINAGE IN TURF DETAIL

50

Slope bottom of trench min. 0.5%

50 M
IN

.

Safety Surfacing

Slope bottom of trench min. 0.5%

150 mm MultiFlow 
Drain System c/w 
End Caps and 
Connectors. Place 
in center of trench. 

Non-woven Geotextile

6mm Clean Stone Backfill

Non-woven Geotextile

va
rie

s
V

A
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overlap fabric at 
top of trench 
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Multi-Flow Drainage SCD-659

November 27, 2012
NTS
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REVISION: 2

NOTES:
1.  Multi-flow connection to catch 
     basin shall be as per 
     Standard Specification 
     CW 3120.3.5.
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ENGLISH PARK SIGN
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89 x 89mm POSTS 
PRESSURE TREATED 

NOTE:
HARDWARE APPROVED FOR ACQ USE MUST BE 
USED

LETTERING ON SIGNAGE TO INCLUDE UPPER AND 
LOWERCASE LETTERS AS SHOWN. 

FONT STYLE: CLARENDON MED.ACCT.AKREV.G

PARK NAME AND PARK ADDRESS SIGN TO HAVE 
CHROME GREEN LETTERING AND WHITE VINYL 
BACKGROUND
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*

FRONT ELEVATION

BACK ELEVATION

SIDE ELEVATION
(DOUBLE SIDED VERSION ONLY)

Park Address

AUGER 203 mm HOLE, AREA 
AROUND POST MUST BE 
BACKFILLED AND 
THOROUGHLY TAMPED 
WITH 19mm DOWN 
CRUSHED LIMESTONE
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Park Address
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ZINC COATED CARRIAGE 
BOLTS
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Parks, Waterways & Community Initiatives Division

PRODUCT #'S

Single Sided Sign - # 52501101

Double Sided Sign - #52501103

REVISION: 2
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