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1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are 
the property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.
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 Rock-A-Round
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TE046 - Sit Down
  Spinner (SDS)

Starglide Slide Veer
  Right 6' c/w Hood

Cobra Climber 
4' Deck to Deck

SpaceWalk 6'

Rockwall
 Climber 6'

Lizard
 Climber 5'

Overhead
 Rotator

Stratosphere

Prime Arch

Curved Gamma
 Ray 4

Intergalactic 
Pods 4

Transfer Station 5'

Mini Planet Climber

Orbis Accessible 
Trapeze Beam

Orbis Accesible
 Paddle Power

Prime Arch

Mini Orbis Arch
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Panel

Neutron Beam
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General Notes
1. All existing trees, sidewalks, curbs, catch basins, culverts, survey 

markers, to remain are to be protected during construction.  Any damage 
to them is to be made good by the Contractor. Maintain positive drainage 
into all catch basins and curb inlets.

2. All work is to be warrented for a period of not less than 1 year.
3. Contractor is to limit operations to the area within the area of work 

shown on the drawing.  Should areas outside of this limit be damaged 
during the course of construction, Contractor is to make good the 
damage at his own expense

4. Contractor is to obtain location of all utilities prior to construction. If 
using power equipment to excavate contractor must notify Hydro and 
Gas and telephone utilities and take steps to avoid damaging their 
installations.

5. All dimensions are in meters unless otherwise noted
6. Contractor to confirm all dimensions and report any discrepancies to 

Contract Administrator prior to construction.
7. Layout is to be approved by Contract Administrator prior to any 

construction or demolition/removals.
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EDGING DETAIL
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Compacted Subgrade

150 X 280mm - 30 MPa Concrete Edging Curb
c/w 2 10m Rebar Cont. 10m Ties @ 600 o.c.

Compacted 19mm Dia. Down
Limestone

20mm Rounding All
Curb Edges
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0

400 Finished Grade
Asphalt or 
Granular Surfacing

Min 1% - Max 2%

75

Compacted Subgrade

150 X 280mm - 30 MPa Concrete Edging Curb
c/w 2#10m Rebar Cont. 10m Ties @ 600 o.c.

Compacted 19mm Dia. Down
Limestone

20mm Rounding All
Curb Edges
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Finished Grade
Seed and Topsoil

Max 20%

600 mm
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Existing Grade

Blend to meet Existing Grade
@ 600 mm from Curb

CROSS SECTION - SOD EDGE

CROSS SECTION - HARD SURFACE EDGE

Safety Surfacing

Existing Grade

28
0

Non-Woven 
Geotextile

Safety Surfacing

Non-Woven 
Geotextile

C

100

70 70

100

2m or as specified

CURB ACCESSIBLE ENTRANCE

50mm radius
Ground Level

Bottom of Curb

1.8m Wide Level Access

75

75

General Notes
1. All concrete edging must be 

chamfered.
Concrete must be smooth on all 
sides.
Concrete to be placed as per 
CW 3310.

2.

REVISION: 2

3.

0.6-1% slope

Engineered Wood Fibre Safety
Surfacing

Play Area Edging

Drainage Layer

100mm Perforated PVC Pipe
c/w filter sock and end caps (or

Multi-Flow)

Filter Fabric

100mm PVC Pipe (or
Multi-Flow) to

Drain Towards Catch
Basin or Emitter

Drainage of site 
low
ground

high
ground

Slope excavated 
subsurface 
towards low end 
of site.

Tie-in Directly 
to C.B. or Drain 
to Lower Grade 
Area ending 
with an Emitter
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