NOTES:

1. LOCATION OF EXISTING UTILITIES TO BE VERIFIED IN FIELD BY CONTRACTOR
2. MAINTAIN TRAFFIC AS OUTLINED IN THE TRAFFIC MANAGEMENT SPECIFICATION

CONSTRUCTION NOTES:

1. MILL EXISTING ASPHALT OVERLAY, AVERAGE DEPTH 60mm
2. COMPLETE FULL DEPTH CONCRETE PAVEMENT REPAIRS AND PARTIAL DEPTH PATCHING
OF EXISTING JOINTS AS MARKED BY CONTRACT ADMINISTRATOR
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COMPLETE 2.0m SEWER
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COMPLETE 2.0m SEWER o
3. COMPLETE BARRIER CURB & MOUNTABLE CURB RENEWALS AS MARKED BY THE TELEVISE TO REPAR ON 250mm CONCRETE CONCRETE SEWER o
CONTRACT ADMINISTRATOR Z‘ VERIFY SEWER SERVICE PIPE FROM SERVICE PIPE FROM MH N~
4. PLACE DETECTABLE WARNING SURFACE TILES WHERE INDICATED IN ACCORDANCE WITH 3 CONDITION B x
CW3326, COMPLETE NEW RAMP CURB AS MARKED BY CONTRACT ADMINISTRATOR O‘ — _—
5. COMPLETE DRAINAGE INLET SEWER SERVICE WORKS AS NOTED }E - =<
6. COMPLETE ADJUSTMENTS OF PAVEMENT APPURTENANCES AS MARKED BY THE = wn
CONTRACT ADMINISTRATOR m L
7. PLACE 60mm (AVERAGE) ASPHALT OVERLAY 0 =
8. RADIl CURB RENEWAL, AS MARKED BY THE CONTRACT ADMINISTRATOR, TO BE = =5
MODIFIED BARRIER CURB > \[ I
9. ASPHALT GRADES WILL BE DETERMINED TWO WEEKS PRIOR TO CONSTRUCTION — F_)
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